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Conversion Factors, Non-Sl to
Sl Units of Measurement

Non-SI units of measurement used in this report can be converted to SI units
as follows:

| mites (US. statu)

i miles (U.S. nautical)




1 Introduction

One of the areas of highest coastal erosion rates along the Texas coast is
located in the deltaic headland coastal segment of the Brazos River in the
vicinity of Sargent Beach. Sargent Beach is located south of Freeport, Texas,
some SO miles (80 km) southeast of Galveston (Figure 1)'. Because of this
erosion, a section of the Gulf Intracoastal Waterway (GIWW) from Cedar
Lakes to East Matagorda Bay is in danger of intrusion from breaching of the
narrow (less than 1000 ft wide) shorefront. If measures are not taken in the
immediate future, this reach of the GIWW will no longer be a viable route for
barge transportation of commercial goods.

Owing to its deltaic origin, the beach is composed of cohesive fine grained
clay and silt material, overlain by a narrow layer of coastal peat and topped by
a thin veneer of fine-grained quartz beach sand with a high percentage of shell
fragments. The northeastern half of the study area has an average erosion rate
of 25 ft/yr and has a thin sandy flat sloping beach over the mud deposit. The
southwestemn section has up to a meter high clay bluffs outcropping into the
surf zone and has an average 36 fi/yr erosion rate. It is speculated that this
high erosion rate is a result of intermittent wave cutting of large chunks of the
clay bluff material. The overall erosion rate along this coast is due to a
general lack of sand.

The primary sediment source for this coast was the Colorado to Brazos
River fluvial-delta complex encompassing from north to south Oyster Creek,
Brazos River, the San Bemard River, Caney Creek and the Colorado River.
Climatically reduced discharge and resulting drop in sediment yield has been
proposed as the main cause to shift from progradation to erosion along this
coast (Morton and Nummedal 1982). Flood control structures have also been
built along these rivers in the recent past and are suspected to reduce inflow of
new sediments from entering the nearshore system (Field, et al. 1990). Fur-
ther, from this study and others (Wilkinson and Basse 1978; Weiss and
Wilkinson 1988) it was found that there is a iack of sand-size material in the
nearshore.

AY

! A 1sble of factors for converting non-SI units of measurement 1o SI units is presented on
page viii.
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Figure 1. Location me» of Sargent Beach

Since this coast has a high erosion rate that has resulted in narrowing the
barrier island, a threat of breaching of the GIWW in the near future exists.
This portion of the GIWW is an important link in waterborne commerce. The
U.S. Amy Engineer District, Galveston (SWG) has asked the Coastal Engi-
neering Research Center (CERC) to provide studies pertaining to this erosion
problem. CERC provided assistance in the development of a Study Plan for
an evaluation of shoreline conditions and processes along the Sargent Beach
and adjacent coastal elements. The primary objectives of this program are
two-fold; (1) accurately determine the rate and mechanics of shoreline erosion
in the Sargent Beach area and (2) provide process data to facilitate design and
selection of the most feasible alternative solution that will protect the intra-
coastal waterway. Four topics of study were undertaken to evaluate the effects
of a no action scenario which would support the need to provide structural or
other protection and to provide the data necessary to design and evaluate a

Chapter 1 Introduction




sound shore protection scheme. This report was divided into four parts
covering:

a. The estimated water levels and wave heights that could be expected to
occur at Sargent Beach and that would impact the shoreline erosion and
provide guidance in erosion control structure design.

b. The historic shoreline changes and sediment distribution along the study
area documenting the temporal erosion patterns and spatial sediment
deposition pattems,

c. The mechanism of erosion of this cohesive shoreline.
d. The assessment of beach nourishment as an altemative erosion control
method to protect the (GIWW) and provide a buffer zone to prevent

breaching and degradation of the water way from the rapidly eroding
coastline.

Chapter 1 Introduction




2 Estimated Hurricane Water
Levels and Wave Heights
for Sargent Beach, Texas

introduction

The Coastal Engineering Research Center (CERC) was contacted by the
U.S. Amy Engineer District, Galveston to provide assistance in designing an
erosion control project at Sargent Beach, Texas. A multi-study plan was pro-
posed by CERC and adopted by the District. The wave and water level studies
were assigned to the Wave Information Study (WIS). This chapter reports on
the results of those tasks.

The objective of water level study is to estimate, from available informa-
tion, a stage frequency curve for the site due to hurricanes. This information
will be used to help determine the crest elevation of the protective work. Note
that the design is not expected to provide flood protection over the life of the
project, but only to mitigate the rate of erosion at the site.

The objective of the wave study is to estimate, from available information,
the wave conditions at the site under hurricane conditions and assign a retum
period to storms of various intensity. Hurricanes represent the design storms
at the site. This wave information will be used to aid in the design of an
erosion control project. For example, if a stone breakwater is chosen as the
protective work, the wave information will help in determining the stone size
needed for stability and survival of the project for a lifetime of approximately
50 years.

The approach in this study is to examine existing publications and other
available information to determine the occurrence of hurricanes in this area,
their intensity, and any indication of water level and wave heights near the
project site. The historical frequency of occurrence of hurricanes is used to
estimate a return period which is associated with water levels and wave
heights.

Chapter 2 Estimated Hurricane Water Levels/Wave Heights




There are not enough measurements or model results available to construct
a probability of occurrence diagram for either water level or wave height.
Such diagrams are usually the result of a joint probability method study
involving the simulation of hundreds of synthetic storms. Such an approach is
not practical for this study, at this time. As an altemnative, retum periods have
been associated with storm category based on historical data. The storms
occurring within 75 n.m. of the site have been assigned a category based on
central atmospheric pressure and maximum sustained wind speed. The Saffir/
Simpson Scale, (Simpson and Richl 1981), shown in Table 1 is used to assign
the category for each storm. By considering the number of storms occurring
over the period of record and their category, one can estimate a retum period
for each category, assuming storms of all categories occurred over the period
of record. This type of approach, although not as detailed as a joint probabil-
ity study, gives a first order estimate of return periods for various storm
intensities.

Table 1

1 >980 >28.9 74-95 64-83 Minimal
II 2 965-979 285-289 96-110 84-96 Moderate l
' 3 945-964 27.9-28.5 111-130 97-113 Extensive

4 920-944 27.2-27.9 131-155 144-135 Extreme

5 <920 <27.2 >1585 >135 Catastrophic

Historical Storms

A total of 24 storms were identified which passed within 75 n.m. of
Sargent Beach, TX. These storms were selected using the National Hurricane
Center (NHC) Risk Analysis Program (HURISK), a computerized model that
accesses the extensive NHC database of historical tropical cyclone information
(Neumann 1987). The storms occurred within the 104 year period from 1886
to 1990. An additional 9 storms occurred in the vicinity between 1871 and
1885, but track and category data are limited for these earlier years. Due to
the lack of specific intensity information, these storms were not included in the
population to determine return periods. The criteria for selection was that a
storm had to be of hurricane intensity and pass within 75 n.m. of Sargent
Beach. The site location was specified as 28.6 deg N and 95.9 deg W (center
of circle in Figure 2), about 30 n.m. to the west of Sargent Beach, in order to
favor storms on a critical path to Sargent Beach.

Chapter 2 Estimated Hurricane Water Levels/Wave Heights
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The 24 storms meeting this criteria are summarized in Table 2. The date
and category are at the time of closest approach. Prior to 1950 storms were
not named.

2

1

Not Named 1891 Jul 1
Not Named 1900 |Sep 3
Not Named 1802 Jun 1
[INot Named 1909 Jul 1
Not Named 1915 Aug 1
Not Named 1921 Jun 1
Not Named 1929 Jun 1
Not Named 1832 IAug 1
Not Named 1934 Jul 1
Not Named 1834 Aug 1
Not Named 1941 |Sep 1
Not Named 1842 Aug 1
Not Named 1845 Aug 4
Not Named 1847 Aug 1
Not Named 1949 Oct 3
1

3

3

1

1

3

1

The paths of these storms are shown in Figure 2. Most of the paths, if
slightly modified, had the potential to critically impact the site. If we include
the past year 1990, there were 24 storms in 105 years which could potentially
have affected Sargent Beach. Thus, on the average, there is the chance of
24/105 or 0.23 storms per year or approximately 1 storm every 4 years. These
include all categories and all paths. Of course, storms do not occur with such
regularity. The distribution of these storms in time is shown in Figure 3 for
the period 1886 to 1990. From Figure 3, it is evident that there were periods
of about 10 years without hurricanes and 2 years (1934 & 1971) when there
were 2 in one year.

Chapter 2 Estimated Hurricane Water Levels/Wave Heights
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The distribution of these storms in time by category is shown in Figure 4.
All categories, with the exception of 5 (the most severe), have occurred near
the site. Most of the storms (17) are category 1, 1 of category 2, 5 of category
3, and 1 of category 4. There were 2 storms in the 1970’s and 2 in the
1980's. If we project through the 1990’s, we might expect 2-4 storms which
could potentially affect the site. If so, this would average out to about 7 in
30 years as indicated by the historical data.

The National Hurricane Center has used all available historical data to
estimate return periods for hurricanes of different category passing near this
site. These estimates are shown in Figure 5. The three curves in this figure
relate return period to maximum sustained wind speed near the storm center,
which is related to storm category by Table 1. The curve labeled 75 gives
return period for storms passing within 75 n.m. of Sargent Beach. The curve
labeled "50" is for storms passing within 50 n.m. and the dashed curve is for
storms passing over the site. The mean return periods for different storm
categories shown in the box on the figure are estimated using the lower limit
of wind speed for each category in Table 1 and the 75 n.m. curve. The return
period intervals of 7, 14, 24, and 53 years for category 14 storms, respect-
ively, were determined by the HURISK program. For consistency, these inter-
vals were also used for water levels and wave heights.

Water Levels

Water level at the coast normally varies due to the tide cycle during non-
storm conditions. At Sargent Beach, this range from low to high tide is
approximately 1.8 ft. When a hurricane approaches the coast, onshore winds
blow the water up against the coast resulting in a storm surge. Low atmo-
spheric pressures in the storm center and higher pressures surrounding the
storm also cause an increase in water levels near the storm center. The com-
bined effects of winds and pressures cause the storm surge which is super-
imposed on the tidal level to produce a total water level. Thus, the potential
for damage (or erosion in this case) can either be increased or decreased
depending on the stage of the tide. Other variables have a significant effect on
the surge experienced at a particular location, even for the same size and cate-
gory storm. These include: the extent and slope of the offshore bathymetry,
with wider, shallower snelves producing higher surge; the angle of approach of
the storm to the shoreline; the forward velocity of the storm, and in particular,
the relative phase between the approaching storm surge and the tidal phase.

The large hurricane generated waves which break near the coast can also
influence water levels. Water levels in the surf zone can be increased by
waves setting up the water level when water is transported against the coast
due to breaking. In addition, the effects of waves can bias, on the high side,
the evidence of water levels. For example, debris lines may be higher on the
beach due to wave runup than actual “still water” flood levels, or water marks
on a structure may be higher due to splashing from waves than would occur in

Chapter 2 Estimated Hurricane Water Levels’'Wave Heights
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an area sheltered from wave activity. The best estimates of total still water
level are obtained from tide gages.

The water levels estimated from numerical simulations of past or possible
future storms are generally surge levels only. That is, they do not include the
astronomic tide or possible effects due to waves. Observed water levels,
however, do include the tide and wave effects. Thus, estimates of water levels
in studies such as this must be interpreted in terms of their origin and care
taken when comparing model and observed results. Unfortunately, no model
studies have been done to estimate hurricane surge for this site, so we have to
rely solely on observations.

Gage-recorded water levels from S storms near Sargent Beach are shown in
Figure 6. The storms depicted in Figure 6 are October 1949 (Harris 1963),
Carla (USAED, Galveston 1962), Celia (USAED, Galveston 1971), Fem
(Simpson and Hope 1972), and Alicia (National Research Council 1983).
These S storms offered the most reliable and complete water level records for
the storms passing within the 75-n.m. radius of Sargent Beach. The October
1949 storm and Femn in 1971 had paths which put Sargent Beach in the right
front quadrant. The other storms passed close to the site, but not on critical
paths for the site. For each storm, we have chosen the higher water levels in
the right front quadrant as representative of the maximum water levels for
these category storms along this reach of coastline. These values are plotted in
Figure 7 versus storm category. Water levels in bay areas can differ signifi-
cantly from those along the open coast due to local bathymetry, sheltering, etc.
These values were not included since they did not affect the project site.

For Figure 7 to apply to Sargent Beach, it is assumed that all of the storms
had paths which put Sargent Beach in the region of highest warer levels. For
large storms such as Carla, high water levels extended for miles along the
coast away from the landfall point. This is illustrated in Figure 8 which shows
the results of a numerical simulation of surge levels to the right of landfall for
Carla. Thus, retum periods associated with storms hitting within 75 n.m.
would be appropriate. These estimates of water levels were obtained from the
National Oceanic and Atmospheric Administration (NOAA) storm surge
numerical model SLOSH. For smaller storms, the higher water levels are
confined to a shorter reach of coastline and a more direct hit and possibly
longer retum period would be appropriate.

If we assume the return periods associated with storms approaching within
75-n.m. are appropriate, then at Sargent Beach, one could expect total water
levels of 4-6 ft above mean sea level to have a return period of about 7 years,
6-8 ft 14 years, 8-12 ft 24 years, and if we extrapolate 14-16 ft 53 years. This
estimated water-level envelope and associated return periods are shown in
Figure 9.

Chapter 2 Estimated Hurricane Water Levels/Wave Heights
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Wave Information

Measured or observed wave conditions during hurricanes are more scarce
than water level information. The best source of wave information near the
site during hurricanes is contained in WIS Report 19 (Abel et. al. 1989) and
the database on which the report is based. The revised values in the adden-
dum to the report were used. Twenty-five hurricanes were simulated during
the hindcast time period (1956-1975) all of which, except one, caused high
wave energy at the hindcast station closest to the project site. This is station 9
located at 28.5 deg N, 95.5 deg W. This location is approximately 15 n.m.
offshore in a depth of about 85 ft. These results were used to estimate retum
period wave heights and associated peak periods at this station. Estimates of
the lower limit of the peak period for each wave height were obtained using
Equation 15 from WIS Report 15 (Corson and Tracy 1985). These results are
summarized in Figure 10.

These conditions, of course, only apply at this location. As one moves
toward shore, and the depths decrease, the wave energy will be limited by
some percentage of the water depth. Generally, this percentage ranges from
60 to 80%. None of the wave heights at station 9 in Figure 10 are depth
limited, that is, they do not exceed 0.6 to 0.8 of the depth of 85 ft or 51 to
68 ft, respectively.

An assumption for this study is that mean wave heights at the project site
(or zero mean sea level) will be depth limited by the total water level, that is
surge plus tide. Assuming a tide at mean sea level and a percentage of 0.8 for
a depth limited mean wave height, we could expect wave heights at the shore-
line to be 3-5 ft for a return period of 7 years, 5-6.5 ft for 14 years, 6.5-9.5 ft
for 24 years, and 11-13 ft for 53 years.

Chapter 2 Estimated Hurricane Water Levels/Wave Heights
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3 Shoreline Change Analysis
and Sediment Distribution

Introduction

One of the highest areas of coastal erosion along the Texas coast is located
in the deltaic headland coastal segment of the Brazos River in the vicinity of
Sargent Beach (Figure 11). Because of this erosion, a section of the Gulf
Intracoastal Waterway (GIWW) from Cedar Lakes to East Matagorda Bay is in
danger of intrusion from breaching of the narrow (less than 1,000 ft wide)
shorefront. Numerous beach profile studies have been carried out over the
years, resulting in several sets of survey markers in place along the study area.
Figure 12 shows the details of the study area and profile locations, with the
various numbering schemes. Owing to its deltaic origin, the beach is com-
posed of cohesive fine grained clayey-silt material, overlain by a thin laycr of
coastal peat and topped by a thin veneer of fine grained quartz beach sand
with a high percentage of shell fragments. The original dredging of the
GIWW produced a “barrier island” with a low elevation, moderately vegetated
interior. Dredge material was placed on the beach side of the GIWW, which
results in mounds that have the highest elevations on the barrier island and are
located adjacent to the GIWW.

The central part of the island has numerous overwash terraces. Low incipi-
ent dunes are found near the mean high water line and berm crest. The fore-
shore beach from berm crest to NGVD ranges from 150 to 200 ft wide. Along
portions of the beach around survey markers S-30 to S-18, the thin sand
veneer extends into the water. Along the portions of the beach in the vicinity
of S-18 to S-12, exposed surf zone marsh mud forms a low wave cut terrace
with a highly irregular vertical face. The wave cut scarp meanders alongshore
irregularly with indentations or mini-pocket beaches of sand. There is some
rhythmic pattem to these pocket beaches, that all trend on a 45 deg angle
toward the northeast from the shoreline.

Chapter 3 Shoreline Change Analysis and Sediment Distribution
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Shoreline Analysis

In order to assess the change in shoreline over time, aerial photographs
have been studied, ranging from 1943 to 1989 (Table 3). The high water line
was used as it is the easiest to distinguish on the aerial photographs. The dune
or vegetation line was also mapped, as the study by Fields et al. (1990) found
that the vegetation line retreated significant distances landward. The latest
available photography was the 1989 color IR set.

able 3

Aerial Photography

Date ale ype

10/16 - 17/43 1:18000 Black and White
58 1:21000 [Black and White

10/30/65 1:21000 {Black and White

11/2971, 1:41520 |Black and White

1114775

10/31/85 or 1:26200 Color

1/13/86 1:12000 Color

12 189 1:24000 Color IR

Shoreline position mapping

The positions of the high water line and duneline for the northeast half of
the study area from Cedar Lake to Charpiot’s Cut is shown in Figure 13. The
trend is erosional along this entire length as both the high water line and dune-
line retreat landward through time. Charpiot’s Cut developed after the 1971
aerial photographs were taken as the shoreline retreated into a man-made
marina area dredged in to the barrier. The shoreline became even with the
beachside channel and eroded further landward, creating an inlet where the
shore normal connecting channel for the marina intersected the retreating
shoreline. This Cut remained open on the 1985/86 photography but closed by
natural sedimentation processes in 1989. The duneline retreat exhibits a more
irregular pattern as storm waves impacted the vegetation line and created over-
wash channels. As the shoreline and duneline have retreated, the island has
narrowed and small lakes or ponds on the back shore area are now exposed to
the active beach processes. Since these are low areas, the potential exists for
possible island breaching and new inlet formation after an extreme event.

The shoreline positions of the southwest portion of the study area from
Charpiot’s Cut to the new inlet into East Matagorda Bay are shown in
Figure 14. Again the shoreline and duneline retreat in a landward direction
over the study period. This landward retreat has caused erosion of the end of
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highway FM 457 and the loss of a several houses and two streets in a small
community developed on the barrier in the vicinity of the highway bridge.
McCabe’s Cut was dredged open in 1983 and mechanically closed in March
1989. The narrowest portion of the barrier island with the lowest elevation is
in the vicinity of this cut.

The process of inlet formation and closure is common along this coast. An
inlet into Cedar Lake existed on the 1943 photographs (red line on Figure 13)
which was closed by the 1958 photography and has remained closed to present
day. As is common in inlet closure, the tidal flow in and out of the inlet has
less energy than the alongshore wave induced sediment transport and deposi-
tion across the opening occurs. This natural process of inlet closure has also
taken place at Charpiot’s Cut. McCabe’s Cut, in close proximity to Caney
Creek, had enough tidal flow to maintain the inlet and also interfered with
navigation through the highway bridge and had to be closed in 1989 by
mechanical means. Brown Cedar Cut located further to the southwest into
East Matagorda Bay has alternately been open and is now closed and a new
inlet at the extreme southwest edge of the study area has been opened to pro-
vide navigational access to the Gulf.

Shoreline change analysis

The shoreline change analysis was done by digitizing each high water line
drawn on base maps using a zoom transfer scope from the aerial photographs
and using the COAST program to calculate areas and distances. To assess any
spatial variability, the study area shoreline was divided into 2000 foot interval
transects for measurement purposes (Figure 15). Transect 1 is located on the
northeast end of the project at Cedar Lake. Charpiot’s Cut is in the vicinity of
Transect 11 and McCabe’s Cut is near Transect 18. Transect 21 is located
6,000 ft southwest of the cut around survey marker S-12. The shoreline
change analysis ended here, as this was the extent of coverage on some of the
aerial photographs.

The maximum landward movement was found in the vicinity of McCabe’s
Cut, where the island is the narrowest. From 1943 to 1989 the high water line
has moved landward 1,654 ft at Transect 18 (Figure 16 and Table 4). The
next largest movement of the high water line was 1481 ft at Charpiot’s Cut.
The alongshore distribution shows that there is a greater landward movement
between the two cuts, than to the shoreline at the northeast section and to
some extent Transects 20 and 21 at the southwest end. The smallest landward
excursion since 1943 of the high water line was at Transect 3 with a distance
of 920 ft. The segment of shoreline with the greatest landward movement
corresponds to the length of shoreline with the exposed low tide mud terrace,
with its low vertical scarps. The shoreline to the northeast and southeast con-
tain a thin sand veneer over the deltaic mud out into the surf zone, which
presents a more typical smooth slope. An examination of the shoreline move-
ment for the more recent 24 year period from 1965 to 1989 shows the same
general higher erosion trend for the central portion of the study area

Chapter 3 Shoreline Change Analysis and Sediment Distribution
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1965 1971 [1986-
1958|1965 (1971 1986  [1989  |1943-1989
284 |-167 [-185 | — — 215
B 920.6 261 |-198 [-198 |-187 102 |-196 “
B 920.1 183 |[-235 [-382 [-167 08 |-200
4 9429 [-203 [-160 [-259 |-240 | 38 |[-205 I
[l 5 998.1 167 |-160 [-271  [-209 78 | -217 Il
fl s 1,073.4 204 [-206 |-323 [-280 29 |[-233
7 11300 |-215 [-133 [s71 [.283 | 20 |.248
li 11858 |-232 |[-134 [435 [-203 [-146 |[-258 JI
9 12068 |02 | 63 [4s3 [-3s% 54 | -282 i
10 14023 |-257 |-146 |[495 [-345 [-336 |[-305
11 14809 [-270 [-128 [-537 [-442 | 460 |[-202 II
12 13510 |-2564 [-168 [.568 [332 | 41 |[-204
13 13728 |-255 |-2t2 [527 [-324 |-135 |[-209
14 14086 [-205 | 61 |-531 [-350 |-266 |-306 |
15 14175 [-209 | 23 |[619 |-328 |[-207 | -308
16 13680 | -322 38 |445 |-358 |-364 |-207 "
17 13274 |26 23 {403 |380 |-361 |-289
18 16540 |-234 [-179 [-272 [-343 |[1e68 | -360 “
19 13579 [-253 [-257 [411 |-207 [p3s9 | -205
20 11610  |-197 |-271 [-326 |-274 |[-228 |-252
21 12066 [-170 [-344 [355 |-266 |-330 |-262
ve Valve {12367 [-242 |-253 [403 |[807 |-210 |-255

' Maximum movement is distance between most gultward and landward shoreline position over
tudy period.
Negative numbers indicate landward movement, positive numbers indicate gulfward movement.

(Figure 16). The highest rate vas again at McCabe’s Cut. Except for the ends
of the study area, more than half of the landwa-1 retreat distance has occurred
since 1965.

Shoreline change rates

The average rate of shoreline movement has been variable in the alongshore
direction over the 46 year study period. The largest average rate of erosion
was measured as 37.0 ft/yr again at Transect 18 (Figure 17a and Table 4).

The greatest variability was also measured here resulting from the

Chapter 3 Shoreline Change Analysis and Sediment Distribution
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influence of the opening and closing of McCabe’s Cut. The second largest
erosion rate of 30.5 ft/yr was measured at Transect 10 located 2000 ft north-
east of Charpiot’s Cut. The second greatest variability was measured at the
“ut (Transect 11) again owing to the erosion of the beach into the marina
channel and its subsequent closure. The smallest erosion rate was measured at
Transect 2 with 19.6 ft/yr. Transects 1 and 20 had the least amount of vari-
ability in shoreline erosion. The rates of erosion over the 46 year study aver-
age 22.8 ft/yr for Transects 1 to 8 in the northeast and Transects 20 and 21 in
the southeast. The area between the Cuts (Transects 9 to 19) average a higher
30.2 ft/yr. The overall average shoreline erosion for the entire study area
(Transects 1-21) over the 46 year period is 25.5 ft/yr. The higher rate of ero-
sion between the Cuts corresponds to the type of shoreline composition. The
“terraced” mud deposits break off and cut back at a higher rate than the sand
beach material.

The erosion rate for the most recent 24 year period follows a similar pattern
to the long term study, but all of the transects exhibited higher rates except for
Transects 1-3 at the northeast end of the study (Figure 17b). The highest rate
was again at McCabe’s Cut (Transect 18) at 49.1 fi/yr, with the greatest vari-
ability. The variability was reduced by averaging the rate at Transect 17 with
Transect 19 to give a rate of 36.0 ft/yr as a way of filtering out the influence
of the opening and closing of the cut. Charpiot’s Cut (Transect 11) again had
the second highest rate at 39.3 ft/yr. The transects located between the cuts
had higher rates than the ends of the study area, with the lowest erosion rates
at the northeastern end (Transects 1-6). Lower variability was measured at the
southwestern end at Transects 16 through 21 (excluding McCabe’s Cut-
Transect 18). The 24 year average erosion rates were slightly higher for
Transects 1 to 8 at 25.0 ft/yr and the area between the Cuts (Transect 9 to 19)
at 36.0 ft/yr. The overall average shoreline erosion for the entire study area
(Transects 1-21) over the 24 year period is 30.0 ft/yr.

To better understand both the temporal and spatial variability in the erosion
rate at Sargent Beach, calculations for each transect were done between each
set of aerial photographs. Figure 18a contains the average high water line
movement for each transect from the period 1943-1958 and from 1958-1965.
The erosion during the first 15 year period showed that the beach moved land-
ward at a fairly constant rate along the entire study section. The second time
period of 7 years showed that the rate of erosion had slowed with the area
between Transects 14 and 17 exhibiting almost no change. Transect 16
showed a slight accretional rate. This time period had the smallest erosion
rates during the study. During the six year period 1965-1971 (Figure 18b) the
Sargent beach area experienced its largest increase in erosion rate. Almost all
of the transects show a gain in the rate of landward movement, with the great-
est rates between Transects 7 and 18. A Category 3 hurricane, Celia made
land fall in Corpus Christi Bay (150 miles to the southwest) on 3 August 1970
and a Category 1 hurricane, Fern made land fall SO miles to the southwest near
Port O’Connor in Matagorda Bay and traveled along the shoreline to the south-
west on 10 September 1971 (Neumann et al. 1978).

Chapter 3 Shoreline Change Analysis and Sediment Distribution
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Figure 18. Average high-water line movement (a) from 1943-1958 and 1958-1965, (b) from
1958-1965 and 1965-1971

Comparing the periods between 1965-1971 and 1971-1986 the rates of
erosion again slowed (Figure 19a). The spatial pattern during the 15 years
between 1971-1986, however remained the same with higher rates between
Transects 7 and 16 in the center of the study area. With the man-made closing
of McCabe’s Cut and the closing of Charpiot’s Cut, large changes occurred in
the position of the high water line. With the filling of the channel at the
entrance to Charpiot’s Cut, the shoreline accreted out to the adjacent straight
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shoreline position (see yellow line on Figure 13). The result was a seaward
shoreline movement locally at Transect 11 (Figure 19b). Accompanying this
seaward movement at the cut, was a drop in the erosion rate to near zero for
all the Transects northeast of Transect 10. In contrast, the Transects southwest
of Transect 14 show an erosion rate similar to the previous period. The large
increase in the shoreward rate of movement at Transect 18 is a result of the
man-made closure of McCabe’s Cut. The Cut is now closed, but the beach in
front of the former inlet channel is low and allows swash to penetrate further
into the backbeach area than on the adjacent transects, moving the high water
line landward. The southwestern Transects 20 and 21 have retained the same
erosion rate as in the prior period. Maintenance dredging of silt size material
from the GIWW has been pumped into the surf zone between the two Cut’s
during three separate periods (June/July 1988 - 28,9403 yds®; October 1988 -
22,360 yds®; and September 1989 to January 1990 - 133,000 yds®) and may be
a factor affecting the constant erosion rate for the 1986-1989 period.

To summarize the temporal changes in erosion rate of the high water line
along the study length from Transects 1 to 21 an average value for landward
movement rate was calculated for each study time period. Figure 20 shows
the average rate of movement and the standard deviation from that rate on a
time line along with the times of aerial photography. The values range from a
minimum of 15.3 ft/yr between 1958 and 1965 to a maximum of 40.3 ft/yr
between 1965 and 1971. The 46 year average rate of 25.5 ft/yr includes all
Transects from 1 to 21. From Figure 17 it can be seen that the alongshore
variability is notable between the area of the two Cuts and the ends of the
study area. Calculation of erosion rates based on alongshore position may be a
better way to identify this dynamic beach. The higher maximum shoreline
landward migration distances and rates have been measured in the area adja-
cent and between McCabe’s and Charpiot’s Cuts and averaged 30.3 ft/yr over
the 46 year period and 36.0 ft/yr over the most recent 24 years. Lower maxi-
mum landward shoreline movements and rates for the 46 year study were
measured northeast of Charpiot’s Cut and southwest of McCabe’s Cut and
averaged 22.8 ft/yr, while the most recent 24 year period averaged 25.0 ft/yr.

Predicting actual future shoreline retreat positions is difficult, owing to the
fact that the shoreline landward retreat has not been constant over the study
period. The frequency and intensity of storms affecting the area is probably a
major factor in the retreat rate which is difficult to predict. An estimate of the
future shoreline positions based on the average erosion rates for the northeast
end of the study area has been made for two and five years into the future and
are 45.7 and 114.2 ft landward of the 1989 shoreline respectively. The shore-
line position between the two Cuts has been estimated for two and five years
into the future and are 60.7 and 151.7 ft respectively landward of the 1989
shoreline. At the average erosion rate of 22.8 fi/yr for the shoreline northeast
of Charpiot’s Cut, with an average island width of 700 ft it would take
30.7 years to erode the shoreline back to the GIWW. Based on the average
30.3 fi/yr erosion rate between the two Cut’s, and average island width of
850 ft, it would take approximately 28 years for the shoreline to reach the
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GIWW. Itis anticipated that breaching would occur earlier in the areas that
are low, associated with the former cuts, or where ponds are located on the

barrier island.
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Sediment Analysis

The composition of the sediment along Sargent Beach is a factor in the
large erosion rates observed. Surface grab samples and hand auger cores were
collected on a field inspection trip on 19 and 20 November 1990. Samples
were collected at five sites along shore normal transects close to known survey
markers along the study area (Figure 21). Surface sediment was collected in
the vicinity of the overwash fan on the back beach, at the high water line, mid-
tide area and at the area of low tide (Table 5). Hand auger cores of around six
feet in length and 3-in.-diam aluminum pipe cores were also collected at three
of the sites to supplement hand auger cores collected by the Galveston District.
Due to difficulties with penetration of pounding 3-in.-diam pipe into the preva-
lent shell hash and stff clayey silt, an auger core method was used. As the
corer was filled it was lifted to the surface after the depth was noted on the
handle. The sample was placed in a pre-split length of 1-1%-in.-diam PVC
pipe. When the pre-cut length was filled with core sections, it was taped
together. Standard laboratory core description procedures were used during lab
analysis. Care was taken when loading the core tube to match the position in
the core measured on a tape with the actual depth as measured on the auger
handle. In this manner a accurate core could be constructed.

The cores were untaped and split open at the laboratory, where the core
was described and logged (Appendix A). The surface samples were sieved on
a sonic sifter and analyzed using ISAP (Interactive Sediment Analysis
Program) computer program. Statistical data on the grab samples are listed in
Table 6, with a complete list of the output in Appendix B. A composite sam-
ple was calculated by mathematically combining the berm crest, mid-tide and
low tide samples together, in order to reduce the cross-shore variability. These
values are also given on Table 6 and in Appendix B. The overwash samples
were not included in the composite calculation since they are lag deposits from
extreme events that have been winnowed by wind transport. The active beach
between the berm crest (high tide area), mid-tide, and low tide gives a more
representative picture to characterize the beach sediment distribution.

Cedar Lake area beach sediments

The Cedar Lake sediment transect located near survey marker S-29 con-
tained surface samples of the berm crest, mid-tide area and the low-tide zone.
The barrier beach was narrow at this point, in close proximity to Cedar Lake,
and no distinct overwash fan was present. The back shore area sloping into
Cedar Lake was moderately well vegetated. A hand auger core of 1 2" dia-
meter was collected at the berm crest while 3" diameter aluminum pipe was
pounded in at the mid-tide and low-tide zones. Due to problems with
penetration into the surface shell hash, this procedure was discontinued at the
other transects. The auger core method performed well.
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MTable 5
iISediment Sample Type and Location

Surface Grab Berm
Hand Auger Core Berm Crest
Surface Grab {Mid-tide
C-2 3* diam. Al Core {Mid-tide
3 Surface Grab Low-tide
C-1 3° diam. Al Core Low-tide
S-2 (near S-21-1)
4 Surtace grab Overwash Fan
HA-S2-1 Hand Auger Core Overwash Fan
Surface Grab |Berm Crest
HA-S2-2 |Hand Auger Core [Berm Crest
Surface Grab [Mid-tide
HA-S2-3 Hand Auger Core [Mid-tide l6.40 1t
Aluminum Core (Not used) lMid—u‘da 1.76 ft.
Surtace Grab Low-tide
JAluminum Core (Not used) |Mi

[Hand Auger Core Overwash Fan 6.37 ft.

Surface Grab |Berm Crest
HA-S4-2 |Hand Auger Core lBerm Crest 6.40 ft.
fl1o0 Surface Grab [Mic-tide

Hand Auger Core

[ E Msisgords Bay iniet (northeastside) |

[ Freow T R

The Cedar Lake surface samples were all characterized with large quantities
of shell hash material. The sediment distribution curves show a coarse peak
around 4.0 mm (-2.0 ¢) which was composed of this shell material (Figure 22).
The quartz beach sand material that made up the rest of the samples were less
than 0.5 mm (1.0 ¢). Because of this high shell content the mean values are
skewed to the coarser sizes. The average sand sizes are better predicted by
using the median values. The composite median value, characteristic of the

Chapter 3 Shoreline Change Analysis and Sediment Distribution

47




48

able 6
Sediment Statistics
Median Median
{Folk) (Moment) t. Deviation
Moment) mple
mple Name PHI mm PHI m PHI No
CEDAR LAKES
—_
BERM 2.23 0.21 1.82 0.28 1.39 1
MID-TIDE 256 017 2.46 0.18 0.78 2
LOW-TIDE 295 0.13 261 0.18 131 3
COMPOSITE 256 0.17 230 020 1.18 CLCOMP
82
VERWASH 201 0.25 1.22 043 167 4

BERM 237 0.19 230 5
MID-TIDE 0.87 055 0.84 )
LOW-TIDE 0.89 0.54 0.79

LOW-TIDE CORE 6.02

(-75 cm)

COMPOSITE 209 0.24 113

(Composite contains

Berm, Mid-Tide,

Low-Tnde)
e ———

e

OVERWASH 2.15 0.23 1.96 .

BERM CREST 237 0.19 2.38

MID-TIDE 0.68 063 0.34

LOW-TIDE 2.26 0.21 1.75

LOW-TIDE CORE 7.81

(-85 cm)

COMPOSITE 218 0.22 148 ;
(Composine contains i
1Berm, Mid-Tide, 1‘
Low-Tide) 4
OVERWASH 235 0.20 228 0.21 oe1 12
BERM CREST 234 0.20 237 0.19 0.49 13
MID-TIDE 240 0.19 231 0.20 0.72 14
LOW-TIDE 51 0.04 5 26 0.026 2 55 A1-SaC* |
COMPOSITE 237 0.19 234 0.20 0.61 A-1COMP2 k
(Composite contains

Berm, Mid-Tide) |
COMPOSITE 382 X @03 Joooe  |256 A-1COMP3|
(Composite contains |
Berm, Mid-Tide) l

Note: * grain size measured by sieve and pipette method.
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sand fraction was 0.17 mm (2.56 ¢), in the fine sand range. The mean, more
influenced by the shell was 0.20 mm (2.30 ¢). No clayey-silt was visible on
the beach profile, and the short cores reveled that at least to -1.05 ft (-0.32 m)
in depth no silt material was present at the berm crest. This area was the
thickest deposits of sand on all profiles. The finer material was very close to
the surface at -0.59 ft (-0.18 m) below the surface in the low tide zone core.

Charpiot's Cut area beach sediments

Further to the southwest at transect S-2, located up coast from Charpiot’s
Cut, a large overwash fan was present in the back beach area. Surface grab
samples and hand auger cores were taken in approximately the center of the
overwash fan, on the berm crest, at the mid-tide location, with only a grab
sample in the low tide zone. Again large amounts of shell hash material com-
posed of whole and broken shell material was present, particularly as a lag
deposit in the overwash fan and on the mid and lower foreshore.

The surface sediment distribution curves show the poorly sorted samples
with the coarse peak around 4.0 mm (-2.0 ¢) again being composed of all shell
material. The main peak around 0.21 mm (2.25 ¢) was composed of quartz
sand material but small shell were also present here (Figure 23). Only the
berm crest sample was lacking the coarser shell material. The composite
median value for this transect was 0.24 mm (2.09 ¢). The mean again
reflected the high shell hash content found along this transect, with a coarser
0.46 mm (1.13 ¢), in the medium sand range. From the analysis of the longer
cores at this transect, it was found that the top of the peat/clayey-silt layer was
at -1.83 ft (-0.56 m) in the overwash fan, -2.92 ft (-0.89 m) at the berm crest,
and at a shallow -1.02 ft (-0.31 m) on the mid-foreshore. Again no clayey-silt
material was visible on the surface of the profile. Pipette analysis of this fine
grained sediment from around -2.79 ft (-0.75 m) in core HA-S2-3 (mid-
foreshore) showed a mean of 0.016 mm (5.99 ¢), with 39 percent fine sand,
32 percent clay, and 29 percent silt.

McCabe’s Cut area sediments

Transect S4 was chosen near the base of the eroding highway (FM 457), to
examine the sediment distribution in the area of visible high erosion. A well-
developed overwash fan was again present at this transect. Samples and cores
were collected on the overwash fan and at the poorly defined berm crest.
Surface grab samples were collected at mid-tide and in the low tide swash
zone. A hand auger core was taken on the lower foreshore between the mid-
and low tide grab samples. This was done to measure the thin sand veneer
over the clayey-silt layer that outcropped in the lower foreshore. This layer
formed a wave cut terrace with a vertical scarp at the low water line.
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The sediment grain size distributicns of each surface grab sample (Fig-
ure 24) show a small amount of shell material on the overwash fan, littie shell
material at the berm crest and large amounts of small shell hash in the mid-
and low tide areas. The low tide sand sample was collected from one of the
pockets of sand between the clayey-silt terraces. Again the main sand peak
was found around 0.21 mm (2.25 ¢). The composite median for Transect S4
was similar to Transect S-2, with a 0.22 mm (2.18 ¢) value. The mean again
reflected the coarse shell material component found on this transect with a
value of 0.36 mm (1.48 ¢), which is in the coarse sand range (Wentworth
Classification).

The sand thickness on the overwash fan at S-4 was similar to the overwash
deposit at S-2, but where there was a sharp break in the sand/clayey-silt inter-
face at S-2, in was a gradual increase in finer material at S-4. The depth
where clayey-silt becomes prominent was between -1.38 to -1.87 ft (-0.42 to -
0.57 m). On the berm crest the sand/clayey-silt interface was gradational
around -1.97 ft (-0.6 m), where it was mixed with roots, indicating a possible
old marsh surface. The foreshore core had very little sand (only around 0.20 ft
(0.06 m) above the silty-clay beds. Pipette analysis of this fine grained sedi-
ment from around -2.79 ft (-0.85 m) in core HA-S4-2 showed a mean of
0.005 mm (7.81 ¢), with 62% clay, 33% silt and 5% fine sand. Analysis of
the clay sample by x-ray diffraction in bulk sample indicated weak clay min-
eral peaks with quartz having the strongest peaks. A 24 Angstrom (A) peak
was found indicating that mixed-layer clays were present although quartz frag-
ments were common. Further analysis of oriented samples indicated that
kaolinite (7A) and illite (10A) had weak but distinct peaks along with mixed-
layer clays (14A+). After glycolation smectite was also identified with shifting
of the (14A+) peaks.

East Matagorda Bay area beach/inlet sediments

No cores were collected at the southwestem end of the study area in the
vicinity of A-1 (S-11), but four surface grab samples were collected. The area
of overwash was extensive with little to no relief on the dune. The vegetation
line was distinct without any dune development. A sample was collected in
the central area of sheet overwash, on the berm crest, at mid-tide and at the
low tide area. Sand was present on the profile out to the low tide wash zone
where the clayey-silt bed was exposed into the nearshore. The low tide sample
containing 42% sand, 31% silt and 27% clay was collected in the low tide
terrace and was analyzed for size by sieve and pipette. The shell content was
much less in these surface samples and they were composed of mostly quartz
sand. The grain size distributions show a well sorted fine sand uniformly
across the transect up until the low tide area (Figure 25). Without the bimodal
shell material or the fine low tide sample the composite median value of
0.19 mm (2.37 ¢) is close to the mean of 0.20 mm (2.34 ¢). This median
value is similar to the Cedar Lake composite.
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A sediment sample was collected on the east side of unnamed inlet to East
Matagorda Bay at the extreme southwestern end of the study area. This one
sample contained some sheli material and was bimodal. The grain size distri-
bution has the same general shape as the other bimodal samples along this
coast (Figure 26). With the shell content creating this bimodality, the mean at
0.34 mm (1.13 ¢) is coarser than the median of 0.24 mm (2.09 ¢).

Chapter 3 Shoreline Change Analysis and Sediment Distribution
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SARGENT BEACH SEDIMENT ANALYSIS
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Figure 26. Surface sediment grain size distributions of the mid-tide at the northeast side of
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Chapter 4 Mechanisms of Erosion at Sargent Beach, Texas

4 Mechanisms of Erosion at
Sargent Beach, Texas

Introduction

Sargent Beach is located south of Freeport, Texas, on the western flanks of
the Brazos River Delta. The beach fronts a deltaic headland area between
Follets Island and the Matagorda Peninsula. The tidal regime in this coastal
area is microtidal with a mean range of less than a meter. The dominant
direction of longshore sediment transport is to the south (McGowen et al.
1977). The Texas coast is characterized as storm dominated (Snedden et al.
1988; Davis and Hayes 1985).

The primary sediment source to this beach system was the Colorado-Brazos
River fluvial-delta complex (Weiss and Wilkinson 1988), including the Brazos
River, Oyster and Caney Creek, and the San Bemard River (Figure 27).
Climatically reduced discharge and sediment yield, and more recently flood
control structures built along these rivers have effectively blocked new
sediments from entering the nearshore system, changing this coastal from
progradational to erosional (Morton and Nummedal 1982; Fields, Stauble and
Trawle, in press).

Sargent Beach is located on the fastest eroding shoreline in Texas. Since
the mid 1800’s Sargent beach has retreated over 520 m, or an average of
slightly more than 4 m/yr (Morton and Piper 1975). In this area, short term
rates of erosion as high as 12 m/yr have been documented by the same
researchers.

The Holocene History of the Sargent Beach Area

The inner shelf area of the Gulf of Mexico in the vicinity of Sargent Beach
has been characterized by several researchers (Weiss and Wilkinson 1988:
Morton and Piper 1975). In the Sargent beach nearshore area the inner shelf is
covered by a shelly gravel. The gravel clasts are comprised primarily of whole
and fragmented shells derived from Rangia sp. and Crassostrea Virginica
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(Morton and Winker 1979). These fauna are indigenous to brackish and
freshwater environments. This lithified unit extends offshore as much as
20 km. A holocene age marsh lies over this unit (Weiss and Wilkinson 1988).

Approximately 4,000 years ago a continuous sandy barrier was located
seaward of the Sargent Beach shoreline area. The late Holocene sea level rise
(Wilkinson and Basse 1978) caused the beach sands to erode and the Brazos
River delta complex was transgressed. As the shoreline retreated, the trans-
gressed environments probably included fluvial, deltaic and estuarine environ-
ments. As the Sargent Beach area continued to erode, these environments
were exposed on the beachface. At the present, marsh bluffs comprise a large
percentage of the subaerial beach system (Figure 28). Low pillars of marsh
material exposed in the nearshore region during the side-scan sonar operation
(Levin 1991) suggest that this environment extended a significant distance
offshore.

Figure 28. Ground photograph of Sargent Beach, Texas, southwest of the
eroded end of Highway FM 457 looking to the northeast. Note the
low bluffs of marsh outcroppings on the beachface

The Present Status of Sargent Beach

Sargent Beach is not a “beach” as would be typically envisioned, but is
comprised primarily of river floodplain muds and marsh overlain by a thin
veneer of shelly gravels and fine sand. The shelly debris are derived from the
exposed inner-shelf area (Morton and Winker 1979; Morton and Nummedal
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1981). Low elevation bluffs of hardened, semi-cohesive lagoonal muds
approximately a meter high and several meters in width are prevalent on the
beach face (Figure 28). It is assumed that these bluffs are more resistant to
erosion than beaches dominated by sand. The fine-grained prominents are
separated by evenly spaced, low swales that are oriented normal to the beach
face. The swale widths are approximately equal to the individual bluff widths
(Figure 29).

Objectives

Erosion at Sargent Beach cannot be described or analyzed using classic
scenarios that treat beaches as non-cohesive accumulations of sand size
material. In the case of Sargent Beach the beach face is dominated by fine-
grained semi-cohesive sediments. Shoreline retreat in this area is governed by
mechanics of erosion that differ considerably from those that effect sand
transport. A literature review has been conducted to gain insight into the
processes occurring on the Sargent Beach area. The objectives of this review
are listed below.

a. Ascertain whether a fine-grained beach would erode faster than a sandy
beach.

b. Determine whether the beach profile can recover following a storm
event. If not, do storms accelerate the rate of erosion?

c. Is the rate of erosion concentrated above a certain elevation? Is the
nearshore profile significantly different than other eroding shorelines?

The Profile of a Fine-Grained Beach Face

Steep bank profiles characterize shorelines with a sediment component that
is primarily fine-grained (Kilgour et al. 1976; Davidson-Amott and Askin
1980; Ginsberg and Gerardo 1990; Kamphus 1990 and others). The cohesive
nature of clays and overconsolidated tills allows steep banks to form at the
sediment-water interface. The steeper profile is confined to the upper intertidal
beach zone. A more gently sloping, concave profile will occur in the lower
and inner shore portions of the beach profile/shoreface envelope (Kamphus
1990). Overall, during a transgression of a shoreline dominated by bluffs of
fine-grained or overconsolidated sediments, the upper portion of the profile
will be steeper than if it were a sandy shoreline (Kilgour et al. 1976).

The rate of shoreface retreat may be dependent upon the regional stratig-
raphy. Apriore, it has been concluded that the fine-grained bluffs would erode
slower than a commensurate sandy coast. However, the rate of erosion in the
upper segment of the beach profile is independent of the maximum depth of
erosion that is controlled by the wave base. For engineering
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considerations it should be noted that shoreface retreat will probably proceed
landward in accordance with a modified Bruun rule regardless of the lithology
(Bruun 1988).

Mechanisms of Erosion at Sargent Beach, Texas

There are a variety of processes contributing to the erosion of fine-grained
bluffs cropping out on Sargent Beach. The combination of stratigraphy,
sedimentology and a myriad of mechanical processes all contribute to local
shoreline retreat.

Bluff sedimentology and stratigraphy

Sedimentologically, the bluffs are comprised of a poorly sorted mix of
sandy, silty, clay. The clays are the matrix that bind the subordinate sediments
in place. The sediments in the upper portion of the bluffs are also anchored
by a moderately dense root system. The marsh and deltaic facies represented
by this sedimentology are deposited in quiet water, low energy environments.
Periodically, washovers of the sandy beach deposits over the backbarrier
environment caused the sand lens to be deposited over the predominantly fine

grained strata.

Blutf erosion

The erosion of the protruding bluffs is accomplished by a variety of
mechanical means. Due to the limited tidal range, waves are concentrated on a
small section of the beach face (Pethick 1984). Waves breaking upon the
beach propel the shell gravel on the beach into the exposed bluffs. The
resulting abrasion removes material from the bluff face (Davidson-Amott and
Askin 1980; Sunamura 1977, Kamphus 1990).

Abrasion of the lower section of the bluff by blasting it with sands and
gravels causes undercutting (Figure 30). This phenomena was observed along
the northemn shore of western Lake Erie by Kilgour et al. (1976), where the
overconsolidated bluffs were fronted by a narrow beach. Beach sands were
incessantly worked against the bluff toe. Eventually, the bluff became
undermined and a block of the consolidated sediments failed and fell to the
beach. A similar phenomena probably occurs at Sargent Beach (Figure 30).

Slope failure may also be induced by cyclic loading and unloading at the
bluff face. The addition and removal of compressive forces by the uprush and
backwash of waves reduces the compressive strength of cohesive soils
(Sunanura 1977; Vallejo 1980) causing liquefaction (Davidson-Amott and
Askin 1980). The pumping of waves against the Sargent beach bluff nodes
weakens the sediments and causes block failure.
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Figure 30. Scenario for bluff failure as at Sargent Beach
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The periodicity of the bluff and swales occurring along Sargent beach is
difficult to explain (Figure 3). On the banks of the Bahia Blanca Estuary in
Argentina a similar occurrence of “erosional cusps” has been documented
(Ginsberg and Gerardo 1990). Here, waves undercut steeply sloping fine-
grained banks, eventually causing the blocks to rotate and fail in a *“‘cusp-like”
configuration. The slope failure is the result of mechanical fatigue of the
lower bank caused by small waves and boat wakes.

On a sandy beach, erosion occurs predominantly at the beach face. At
Sargent Beach the swales accelerate the beach erosion process. The swales
cause more surface area of the finer grained bluffs to be exposed. During
intensified wave attack, the swales concentrate the wave bore and intensify the
erosive force of the shell gravel as it is hurled against the bluff walls
(Figure 29). Through this process, the beach face is removed by lateral
erosion.

The Effects of Subaerial Exposure on Bluff
Erosion Rates

The amount of sediment eroded from an exposed marsh by rainfall has
been described as insignificant (Letzsch and Frey 1980). However, by
removing moisture from cohesive sediments fine grained material may be more
easily eroded. Drying cohesive sediments frequently exhibit shrinkage cracks
(Reineck and Singh 1980). Mud cracks can occur in a variety of settings and
salinities (Plummer and Gostin 1981). During summer months the upper
portion of the bluffs on Sargent Beach dry out and crack. The sediment
becomes friable and drops off of the bluff in chunks.

The fracturing of the bluff may be quickened by the combined affects of
toe undercutting and sybaerial exposure. Bluff toe undercutting imparts a
tensional force upon the overlying sediments. Throughout the bluff the
intergrain attraction forms a strong cohesive bond in wet sediments that is
resistant to breakage (Kocurek and Felder 1982). However, when the upper
portion of the bluff is sun-dried the intergrain cohesiveness of the sediment
grains decrease and the unit becomes brittle. The tension on the dried block of
sediment is increased by wave undermining of the lower unit (Figure 30).
Eventually, the entire block is released by mass wasting processes. Once the
block fails it disintegrates into smaller aggregates that are added to the beach
face. Due to their fine-grained nature they are easily swept away with the
longshore current (Anderson 1973).

The Future of Sargent Beach

There is no natural supply of sediment available to nourish the beach.
Sargent Beach is part of the fastest eroding coastline of Texas (Morton and
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Nummedal 1981). It has been eroding at an average rate in excess of 4 m/yr
for nearly two hundred years. The Brazos river system no longer supplies
sand to the nearshore system due to the construction of river control structures
(Morton and Piper 1975). Further, there is a lack of sand-size material in the
nearshore and offshore areas (Weiss and Wilkinson 1988; Wilkinson and Basse
1978; Morton and Winker 1979). A recent field survey conducted by the
Amy Corps of Engineers confirmed the lack of sand sized sediments in the
nearshore region of Sargent Beach (EG&G 1991). The offshore sediments are
not suitable as beach material.
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5 Assessment of Beach
Nourishment Alternative at
Sargent Beach, Texas

Introduction

The barrier morphology of the Sargent Beach area between the Gulf and
the GIWW is comprised primarily of deltaic muds and marsh overlain by a
thin veneer of shelly gravels and fine sand. The island, created by the dredg-
ing of the GIWW through the deltaic headland, ranges from 2800 ft wide at
the northeastern and southwestern ends to less than 1000 ft wide in the vicinity
of the cuts. Dredge disposal mounds adjacent to the GIWW 2 . the highest
elevations on the island. In cross-section, the central part of the island
between the foreshore and the GIWW has numerous overwash terraces inter-
spersed with low vegetation. There are a few dredge disposal dike areas along
the island near survey locations S-14 to S-15 and S-23 to S-24. that have
higher elevations (Figure 12). Small (less than 3 ft) incipient dunes are found
near the mean high water line and berm crest. The foreshore beach from berm
crest to NGVD ranges from 150 to 200 ft wide. Along the northeast (S-18 to
S-30) portion of the study beach, the thin sand veneer extends into the water.
Along the southwest portion of the study beach, from around S-18 to S-12,
exposed surf zone marsh mud forms the low wave cut terrace with a highly
irregular vertical face. The wave cut scarp meanders alongshore irregularly
with indentations or mini-pocket beaches of sand on a 45 deg angle orientation
to the shoreline. From S-13 to S-10 near the unnamed inlet leading to East
Matagorda Bay, the beach foreshore is a smooth sandy sloping surface, but the
muds are exposed in the low tide terrace area.

One of the options to provide erosion protection to the GIWW, is to con-
struct a beach nourishment project to mitigate the high rates of erosion experi-
enced at Sargent Beach. Beach nourishment can be defined as the artificial
placement of suitable sediment to an area of the coast that has a natural
deficiency in sediment supply. The concept of beach nourishment in this
particular project is different from the typical beach nourishment project. The
purpose for most beach nourishment projects is to primarily provide storm
protection to upland property. This is accomplished by adding sand into the
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system by either hydraulic pumping of fill material from a subaqueous borrow
area or trucking in sand from an upland or stock pile borrow source. A sec-
ondary benefit usually gained by such a project is a wider berm that can be
utilized for recreational purposes. In the Sargent Beach case, the main purpose
is to maintain at least a 300-ft-wide barrier beach between the Gulf of Mexico
and the GIWW, as the beach continues to erode landward through the next

50 years.

Beach Fill Design Criteria

There are two approaches to beach nourishment design commonly used by
the coastal engineer. The first is the fill suitability determination based on the
native beach and borrow area sediment grain size, and the second is the
numerical modeling of beach profile equilibrium slope and fill template shape.
All of these approaches to beach fill design are based on sandy beach areas,
where the predominant grain sizes are unconsolidated quartz sand material.
Little experience exists on artificial nourishment design on fine cohesive
shorelines.

Fiil suitabllity

Several beach fill models have been established to calculate the “overfill
ratio” or fill factor. This is defined as the volume of borrow material that is
required to produce a unit volume of stable fill based on the same grain size
means and sorting as the native material (Krumbein 1957; Krumbein and
James 1965; Dean 1974; James 1974 1975; and Hobson 1977). Each of these
fill suitability models require four parameters for calculation: the mean grain-
size characteristic of the native beach; the mean of the borrow area; and the
sorting value of the native beach and sorting of the borrow. The Shors Protec-
tion Manual (U.S. Army 1984) describes the methods of using three models of
fill suitability based on the work of the above authors. The Adjusted Shore
Protection Manual (Adjusted SPM) Method developed by James (1975) and
modified by Hobson (1977) is the preferred method, but the Shore Protection
Manual (SPM) Method proposed by Krumbein and James (1965) and the Dean
Method (Dean 1974) are also described. Each of these fill factor calculation
approaches use many of the same assumptions. Sediments native to the beach
are considered to be the most stable for the conditions found on that beach.
Local sorting processes will act on the entire volume of fill to achieve a grain
size distribution similar to the native sediment at some interval after fill place-
ment. Sorting processes change the fill material into native-like sediments by
winnowing out a minimum amount of the original fill. Grain size distributions
of both the native and borrow sands are assumed to be normally distributed to
simplify calculations (Hobson 1977).

There is some question as to the validity of these assumptions. In five
projects studied (Stauble and Hoel 1986) both the native and borrow sediment
grain size distributions were not found to be normally distributed. Most
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offshore borrow area sediments had excess coarse fraction shell material and
an excess in finer sizes due to lower energy environments in the borrow area.
In some cases the borrow was bimodal and lacked the native beach material
(Stauble et al. 1984). These Fill Factor calculation methods have never been
fully tested in actual field use and need to be used with caution (U.S. Army
1984). In a review of post-constiaction resorting on five projects (Stauble and
Hoel 1986), it was found that excess fine material in the fill was quickly win-
nowed offshore and/or downdrift of the fill placement area. In comparing the
response of the limited number of fill material grain size distributions at one
year after placement with initial borrow versus native distributions, the redistri-
butions played an important role in beach fill stability, but large data scatter
provided no clear trends. Each project had enough variability in grain size
distributions one year after placement relative to native and borrow, wave
climate and other variables to make it difficult to evaluate the role of grain
size in fill stability.

A review of the renourishment model established by James (1974), which
establishes a technique to predict how often renourishment will be needed, was
also examined by Stauble and Hoel (1986), in light of only three projects with
sufficient sediment data. James (1975) suggested a delta value of 1.0 (The
delta value is a dimensionless parameter related to selective sorting in the
environment). Actual calculation of the delta value based on mean grain size
values before and after an erosional event were found to give a more accurate
picture of renourishment needs (see Stauble and Hoel (1986) for more details).
Since only three projects had data that could be used as a check and little
previous calibration with actual project data had been done on the renourish-
ment factor, more calibration is needed. The Shore Protection Manual
(U.S. Army 1984) notes that both the fill factor and renourishment factor
models need to be used with engineering judgment and experience.

Profile design

Modeling of beach nourishment profile response and subsequent design
templates have been divided into cross-shore and alongshore changes. This
approach has been used to simplify equations and concepts in what in reality is
a complex interaction of three dimensional processes. The cross-shore compo-
nent of this modeling has used the concept of the equilibrium beach where the
shape of the beach profile is a response of the beach to coastal processes. In
reality the profile, particularly the subaqueous part scaward of the high water
line is in a constantly changing dynamic equilibrium. The equilibrium equa-
tion h = A x 2 has been used in beach restoration design by Dean (1983).
The A parameter is related to grain size, where A decreases with decreasing
grain size. To utilize the equation, one grain size is chosen to be representa-
tive of the entire profile. This is usually a composite mean grain size. Most
applications of the equation have been limited to sand size ocean beach pro-
files and the A parameter graph only extends to 0.062 mm (4 ¢). The finer
mean grain size profiles correspond to flatter profiles.
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The geometries of design profile cross-sections are presently derived by
rule-of-thumb methods based mostly on FEMA estimates of storm surge
(Hansen and Bymes 1991). Mathematical modeling is now being applied to
beach fill design and to assessing the design’s response to storm-induced ero-
sion. (Kriebel 1986; Scheffner 1989; Larson et al. 1990 and Hansen and
Bymes 1991). Recent development of the beach profile response model
SBEACH is based on cross-shore sand transport caused by storm generated
waves and water level (Larson and Kraus 1989; Larson, et al. 1990). The
model has been applied to beach fill template designs and their response 10
model storms. The present model uses only one mean grain size in the sand
range at a time. Analysis of data from the FRF (Stauble 1991) indicated that
there can be a wide range in grain size distribution means in the cross-shore
direction on a sandy beach with an equally diverse range in grain size distribu-
tions. In spite of these limitations, some agreement in model response has
been found when compared to prototype cross-shore fill project response
(Hansen and Bymes 1991).

When using the models to predict alongshore response along sandy beaches
where longshore transport is significant another set of models is required.
One- and two- line models have been used to predict alongshore fill response
(Manual on Artificial Beach Nourishment 1986). These models are simplifica-
tions of the complex interaction of processes that occur in nature.

Both the cross-shore and alongshore models are based on sand transport
equations. There are limits to applying models in cohesive environments, in
that the cohesive material is harder to entrain and once in the water column,
will be transported long distances as suspended mater. The thin sand veneer in
the active beach system at the present time is a thin layer over a mud base.

As the beach continues to erode landward, the profile will lose most of its thin
sand veneer as overwash and to longshore transport. The nearshore area is
composed of mud material, with whole and fragmented shells (Nienaber 1963;
Weiss and Winkler 1988; Morton and Pieper 1975).

Historic Trends in Profiles

A review of the wading depth profiles from 1970 to 1990 at survey station
S-4 just northeast of the highway FM 457 has shown the landward retreat of
the shoreline (Figure 31). These were short profiles but all seemed to reach a
similar depth in the most seaward portion of the profile. To examine the slope
of the nearshore area, a series of long profiles were collected for this project
ranging from 5,000 to 8,000 ft offshore. These long profiles show a gentle flat
sloping profile. A bathymetric chart, done in 1937 by the then Coast and
Geodetic Survey was d: itized to compare the long-term change in the offshore
slope. A comparison u: the two long profiles along the S-17 transect (approxi-
mately 2000 ft northeast of S-4) are shown in Figure 32. This 53 year time
spread illustrates the landward retreat of the entire profile. The 1937 profile
extended offshore some 11,500 ft from the present survey baseline. The slope
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of the two profiles is very close, indicating that the processes and bathymetric
response have remained similar over this 53 year time period. Superimposing
the two profiles on top of each other (Figure 33) shows that except for the
nearshore bar measured in 1990 (but probably skipped over in 1937), the pro-
files are strikingly similar in shape. In order to assess the possible future
profile at Sargent Beach, two plots were constructed. Figure 34 shows both
the 1937 and 1990 profiles translated landward approximately 32 years from
now or when the shoreline at the present rate of retreat taken as an conserva-
tive average of 30 ft/yr based on data from Table 7, reaches the present
GIWW shoreline. At that point in time (or sooner using one of the higher
erosion rates) the barrier island will have eroded away and the Gulf shoreline
will be along the GIWW. The higher rate of erosion between McCabe’s and
Charpiot’s Cuts (see Chapter 3) is speculated to be because of the outcropping
of the mud cliffs, which present a near vertical face and erode at a higher rate
due to several possible mechanisms.

Figure 35 shows both the 1937 and 1990 profile positions at approximately
50 years into the future, based on the life of the project at profile location
S-17. Without any shore protection the shoreline would be 1,500 ft landward
of the present position, using the average erosion rate of 30 fi/yr. Appendix C
shows a similar type of analysis for profile locations S-13 southwest of
McCabe’s Cut, S-20 northeast of Charpiot’s Cut, S-24 between Charpiot’s Cut
and Cedar Lakes, and S-28 near Cedar Lake (see Figure 12 for profile
locations).

A plot of the nearshore bathymetry from the 1937 NOAA smooth sheets
H-6314 (Bryan Beach to Choctaw Lake) and H-6315 (Choctaw Lake to Brown
Ceaa: Lake) in Figure 36a shows that the nearshore area had nearly straight
parallel contours gently sloping in the offshore direction. The 1990 nearshore
bathymetry collected for this study by CERC also shows straight parallel con-
tours (Figure 36b). A difference map was produced using the Contour Plotting
Software package (CPS) which compared the 1937 and 1990 bathymetry. Fig-
ure 37 shows the accretion in green in the offshore area where sediment has
been deposited over the 53 year period. In the northeast section in the vicinity
of Cedar Lakes there is almost all accretion, possibly due to the erosion of the
Brazos River Delta in recent years (Field et al. 1990). The nearshore area in
the rest of the study area shows erosion in red, indicating that the shelf area
Figure 32. Landward retreat of the nearshore profile illustrated by the 1937
and 1990 profiles surveyed at S-17 closest to the beach has eroded during this
period. A small area of accretion can also be seen in the vicinity of McCabe’s
Cut where the inlet’s ebb tidal delta probably was located. The general trend
is one of erosion adjacent to the beach, with accretion some 3,000 to 4,000 ft
offshore from the present shoreline.
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Table7 -
[Sargent Beach Erosion Rates |

iim Period  [Method of Calculation  |Rateof Eroslon |

1942-1989 Aerial Photography 25 fyr (ave. for study)
(Part 1l1) 30 ftiyr (between cuts)
22 ftiyr (NE of Charpiot's Cut)
1965-1989 Aerial Photography 130 ftiyr (ave. for study)
(Part Ilt) 36 ft/yr (between cuts)
25 ftyr (NE of Charpiot's Cut)
1970-1990 4 Profiles 37 fulyr (just NE of McCabe's Cut)
(Part IH)
[[1937-1990 [S-17 Profiles 28 flyr (between cuts)

Future Depth of Erosion

With the basic requirement to maintain a 300-ft-wide barrier between the
Gulf and the GIWW, a calculation of the depth of erosion of the native profile
can be done. Assuming a basic profile shape conservation as the shoreline
continued to erode, the proposed 300-ft-wide landform gulfward of the GIWW,
would intersect the profile at a depth of around -4 ft as the profile form
retreats to the GIWW. Over the fifty year life of the project, the profile form
would have eroded to a -8 foot depth at the base of the 300-ft-wide island
width.

Beach Nourishment Requirements

To provide the required storm protection and prevent the erosion of the
barrier island, a beach fill design template with a dune is suggested based on
Hansen and Bymes (1991) as the design template to provide the maximum
protection. The design template contains a 50 foot wide “dune” in the back-
shore area (Figure 38). This “dune” is really a mound of sand stockpiled to
provide additional sand to counter expected erosion of the berm fill sand. The
location of the dune was chosen at 600 ft gulfward of the GIWW to provide
ample protection to the island. This is farther gulfward than the required
300-ft-wide island, but the greater width of island would provide more storm
protection. The elevation of the dune was chosen at +8 ft NGVD, as this is
the elevation of the dredge mounds on the back side of the island next to the
GIWW. The +8 foot elevation may provide overtopping protection for up to a
15 year return period storm (Part II). Storm surge water levels above this will
overtop the dune and penetrate landward, transporting the fill sand landward.
The experience with Hurricane Hugo’s impact on the South Carolina coast
indicated that dunes greater than 15 ft high survived this 100 year return
period storm and did provide protection to upland property, while lower dunes
were eroded as overwash landward onto the back beach area (Stauble, et al.
1991). This storm can be considered an extreme event, and providing
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! 1937 CONTOURS
H

a. From 1937 NOAA smooth sheet

1990 CONTOURS

b. From 1990 CERC survey

Figure 36. Nearshore bathymetry
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protection for a storm of this magnitude is beyond the scope of design. How-
ever storm protection of 15 year return period storms can be considered
reasonable.

The fill profile extends gulfward from the base of the dune to 100 ft sea-
ward of the present berm crest. The existing equilibrium profile has been
translated seaward as suggested by Hansen and Lillycrop (1988) to provide a
realistic minimum volume of fill. Past design profiles have predicted underfill-
ing, based on monitoring of fill behavior. Fill has been placed to0 the approxi-
mate depth of closure in vicinity of the first offshore bar to ensure enough
volume to provide the needed protection. A 100 foot wide berm was chosen,
given the high rate of natural erosion along this beach. This should provide
three years of berm material using the 30 ft/yr average erosion rate. The dune
will provide additional storm surge protection, as well as act as a storage area
for additional sand. The actual protection provided will depend on storm
frequency (Stauble and Holem 1991). Recent monitoring studies of sandy
beach fill pe-formance at Ocean City, MD (Stauble 1990) and Myrtle Beach,
S.C. (Stauble et al. 199" have shown that storms remove fill from the
subaerial placement area, but transport the sand to the offshore area. Most of
the fill material can be accounted for and is not lost from the system. Retumn
movement of this displaced fill material onto the foreshore area is in the pro-
cess of being documented. Over the long term, there is a gradual movement
of the fill material offshore and alongshore, requiring renourishment of the
project. Calculation of the renourishment intervals is inexact at the present
time.

Using the BEach profile Re-Molder (BERM) program (Hansen 1991), a
volume of fill material was calculated for the typical profile shown in Fig-
ure 38. The volume of fill sand for this design profile is 58 yd’/ft. Multiply-
ing this volume by the length of the fill area of 10 miles the total volume of
fill needed is estimated at 3,000,000 yd®. Certain low areas such as at
McCabe’s Cut and some areas on the northeastemn beach area may need addi-
tional fill to raise the elevations on old lake beds and overwash fans. This
volume could be offset by less material required in the elevated areas of old
dikes used in the disposal of dredge material south of McCabe’s Cut (S-14
area) and along the northeast beach (S-22 to S-24 area) from the maintenance
of the GIWW. These dikes are made from fine mud material and will be
eroded faster than fill composed of sand size material.

It was calculated that around 480,000 yd*/yr would erode from the 10 mile
stretch of beach under natural conditions. Assuming a constant rate of erosion
each year, the 3,000,000 yd® of initial fill would last for six years. Renourish-
ment would be required in about four to five years to supply enough sand to
provide adequate shore protection. The exact volume of renourishment would
have to be determined by monitoring the project and measuring the amount of
fill remaining during each successive year.
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6 Summary

Water levels and wave heights near the shore of Sargent Beach, TX, for
various retum periods, have been estimated using available historical informa-
tion. Water levels and wave heights are associated with hurricane categories
and hurricane categories are associated with retun periods. Retum periods
were estimated using the historical frequency of occurrence of hurricanes.
Water level estimates were based solely on observations since model studies
were limited for this site; only individual storm events were available. Gage-
recorded water levels of five storms, from 1949 to 1983, passing within a
75-n.m. radius of Sargent Beach were chosen to provide representative water
levels. Retumn periods of storms in the 75-n.m. radius were determined by the
HURISK program. The estimated water-level envelope and associaied return
periods range from total water ievels of 4-6 ft above mean sea level having a
retum period of about 7 years to a total water level of approximately 14-16 *
with a retum period of about 53 years.

Information of wave heights near Sargent Beach, TX during hurricanes was
obtained mostly from WIS Report 19 (Abel et al. 1989), its database and
addendum. Twenty-five hurricanes were simulated during the hindcas! period
of 1956-1975. Twenty-four of these hurricanes caused high wave energy at
hindcast station 9 which is in a depth of about 85 ft and is the closest station
to the project site. Retum period wave heights and related peak periods at this
station were estimated from these results. Th estimated wave heights range
from about 3 meters with a peak period of ne.:iy 6 sec having a retum period
of approximately 5 years ‘0 a wave height of about 12 m with a peak period of
roughly 12 sec having a return period of approximately 50 years. It is impor-
tant to remember that the wave conditions only apply to this particular loca-
tion. This level of analysis is acceptable for 2 feasibility study, but is not
recommended for design.

An analysis of six sets of aerial photography over a 46-year period was
performed to assess the change in the high water and duneline along a narrow
portion of a deltaic headland coast in the vicinity of Sargent Beach, TX. The
close proximity of the GIWW to this rapidly eroding shoreline and the fear of
breaching by the Gulf has lead to this assessment of the rate and pattern of
shoreline change and its mechanism. The measurements indicate that the
shoreline is retreating landward, but not at a uniform distance along the study
area from Cedar Lake to East Matagorda Bay. Greater landward movement
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has occurred in the area adjacent to and between two man-made cuts in the
“barrier island” known as McCabe's and Charpiot’s Cuts. Less rapid but still
severe landward movement was measured at the northeastern and southern
limits of the study area. Erosion rates have averaged 30.3 fi/yr between the
two cuts and 22.8 ft/yr over the rest of the shoreline. The rate of erosion has
not been constant over the 46 years of the study, ranging from a low of

15.3 ft/yr between 1958 and 1965 to a maximum of 40.3 ft/yr between 1965
and 1971. Change in erosion rates may be a function of frequency of severe
storms, with two hurricanes impacting the study area in 1970 and 1971. The
years between 1958 and 1965 were relatively low storm occurrence years.

Examination of the site and analysis of surface sand samples and shallow
hand auger cores from four shore-normal transects show a unique vertical
sediment distribution for an open coast beach. There exists only a thin veneer
of fine sand containing a high percentage of shell hash material on the surface
of the barrier and beachface over lying a uniform fine fluvial-deltaic silt/clay
deposit. The composite sediment grain sizes from the surface sand deposits
indicate a uniform size along the study area. The only variability is in the
shell content, which was higher at Transects S-2 and S-4. The median grain
sizes ranged from 0.14 mm (2.82 ¢) at Al to 0.24 mm (2.09 ¢) at S-2. The
mean reflects the shell content and ranged from the fine 0.06 mm (4.03 ¢) at
A-1 to the coarser 0.46 mm (1.13 ¢) at S-2.

Bel~w the unconsolidated sand layer is a thick layer of cohesive deltaic
headland mud, composed of clayey-silt size material. This mud outcrops on
the foreshore area between the two Cuts creating an irregular alongshore low
tide terrace, with steep vertical scarps in the vicinity of the low tide line. The
outcropping mud shore features correspond well with the areas of high erosion.
The less rapidly eroding northeast section of the study area and the extreme
southwestern section have a typical low sloping sandy beach out into the low
tide surf zone. The sand thickness is greatest at the berm crest along the study
transects ranging from 2.92 ft (0.89 m) in the northeast at S-2 to 1.97 ft
(0.6 m) between the Cuts at S-4. This area has a low to non-existent primary
duneline and the area is subject to overwash during extreme wave conditions.
Sand thicknesses on the overwash range from 1.83 ft (0.56 m) at S-2 to
between 1.38 to 1.87 ft (0.42 to 0.57 m) at S-4 suggesting that the overwash
deposit thickness may be consistent along the study area. Sand thickness to
the mud layer was very thin but covered the foreshore of Cedar Lakes and S-2,
while the mud outcropped at S4 and was exposed at the low-tide terrace sur-
face at A-1. The latest period from 1986 to 1989 indicated thzt the shoreline
change rate had slowed for the area northeast of Charpiot’s Cut which included
the Cedar Lake and S-2 sediment transects. This may indicate a volume of
sand that is in the longshore transport system in this area. Sand is starved
from the beach system in the southwestern section, indicated by a constant
erosion rate since the 1971-1986 interval, allowing the mud to be exposed.

Sargent Beach is eroding at a faster rate than any Texas beach. The rate of
erosion is due to a lack of sand size material in the system. There is not
enough input of new sand into the system to replace th. sc.!iments that have
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been removed and the beach continues to erode. The fact that the beach face
is comprised of fine-grained bluffs may retard the rate of erosion somewhat.

If the seaward end of the precipice were used as the gauge to measure
shoreline retreat, it may appear that the beach is eroding slower than a sandy
beach of comparable size. This point of measurement may, however, be
deceptive. The formation of low swales adjacent to the bluffs channelize wave
bores causing lateral erosion of the fine grained material. The swales also
provide a path for washover channels to form. Washovers will lower the
beach elevation.

The beach profile cannot recover following a storm event. Once the bluffs
fail, there is no mechanism to add sediment back to them. The narrow beach
is comprised of a relatively impermeable shelly gravel. The uprush of the
wave bore is not absorbed by vertical percolation. The full force of the break-
ing wave is felt by the front wall of the bluff. In addition, the impermeable
lower unit of shelly gravei acts as a ramp. In the swales the wave bore will be
constricted. As a result, the bore velocity will be increased and the effects of
the washover will be observed a considerable distance landward. Because of its
low profile, Sargent Beach will be especially vulnerable to hurricane events.
The combination of elevated tide levels and intensified storm waves will accel-
erate beach erosion and likely breach an opening between the beach and the
Gulf Intracoastal Water Way.

The offshore profiles indicate that the shoreface is eroding at a rate com-
mensurate with shoreline retreat. The upper portion of the profile is steeper
than normal due to the cohesive nature of sediments on the beach face.
Regardless, the depth limit of the shoreface retreat will still be defined by the
wave base.

The long term erosion rates using historical aerial photography and beach
profiles dating back to 1937 indicate an average erosion rate around 25 fi/yr.
Since construction of flood control structures on the Brazos River and others in
the area, the main source of sand to the beaches has been reduced. From
1965-1971, Sargent Beach experienced its largest increase in erosion rate
(Chapter 3), in part due to an increase in frequency and intensity of storms
(Chapter 2). The average erosion rate has increased to 30 fi/yr. The beach
area with low mud cliffs between McCabe’s and Charpiot's Cuts has experi-
enced higher rates (up to 37 ft/yr) than the flatter sloping sand beach to the
northeast of Charpiot’s Cut (25 ft/yr).

Most documented past nourishment projects have been used on beaches
with low to moderately high erosion rates. All of these areas have been on
sandy ocean beaches. The uniqueness of the Sargent Beach deltaic mud head-
land sediment, with its thin sand veneer and mud cliff erosion mechanisms,
present some unique challenges to the design of a beach nourishment project.
Present knowledge of sediment suitability and fill profile template design are
inexact and are based on sand size native and borrow area sediments. Little
knowledge exists on their applicability in limited sand beaches within a fine
grained mud environment. Since this beach area has a high historical erosion
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rate and present beach nourishment design is based on sandy beach environ-
ments, the option of beach nourishment as an altemative for protection of the
GIWW is an alternative for which there is minimal design guidance or historic
precedence. The most advantageous design criterion for this area would be to
make sure that a sufficient volume of fill material is placed in this sediment
starved area. In addition the source for the required volumes of suitable bor-
row material may also be an important limiting factor.
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Appendix A
Core Logs

Appendix A contains 11 visually described core logs. The cores were
collected along shore normal transects near known survey markers of Sargent
Beach, Texas. Six of the cores are hand auger cores of about 6-ft in length
while the remaining five are 3-in-diam aluminum pipe cores. Each core log
has an illustrated and a verbal description of the material in the core. An
explanation of core labels are as follows:

HA Hand auger core

Al core  Aluminum core 3-in-diam

$4-1 Station 4, core number 1

C3 Cedar Lakes location, core number 3

Other data includes total length of core, descriptive location of core (eg.
mid-tide), and occasional various inclusions.
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& oagc - ave Tevaaves m
Cvenvicas CYueomes e 066 s0aw veay. } t1-20-%90 P -
”. & TOP 8F noL.C
2 =07 cves 1. YOTAL CORE AECOVEAY FOR SOMES s

o. BEPYH SIMLLLD WMTE HOCE

|
W HENATUAE §F MEPECTOR

gL

ENG FORM 18 34  opovievs conmrone ang sassrere.

_aS T

5. vavaL 0gPTH o neLe 194 ca
« e CLARMOICATION 0F HATEAIALS 3 cong fesx en KTwanas
Ll gt ] (Dasaresany n'so'v- u:s( (Bemtang -:-.“h— a——d
L) [ « 4 * 4 [l
3 =
3.y =
=P -
— '.‘:'J —
10 . e Light brown sand wich -
—_:."- abundsace of shell =
=" ;' fragmancs and few -t
=g vhole shells. -
3.--) =
20 _: “<.4 =l
. =
3id 3
: '--."-f P
— - —
e Rl -
= bty _
40— .59 Iron scained light =il
ba [ P browa sand with shell o
- fragments. -
-~ .2 -l
KR =
3 =
40 3 ' =
= Light brown sand with -
3 some iron staining -
— and some moctling with —
3 dack gray clay. -
- -
50 I Medium brown sand —
b sotcled with dark o
b gray clay. -
—— . aamad
- . p—
-
60 T} = = wdl
-y - Reddish medium browm -
s DGR clay moctled with datk -~
i : gray to black clay. il
: - _._. p—
- - -
w_g— T il
3=_ =
4" - Abundance of dark gray il
- - to black clay. -
o R -
- - - =
7 I S il
-
-t - -
- T =
- -
— T e Mediua to dark browmash —
b gray clay wocttled with -
q— dark gray to black clay -y
YU ef @ f—
3- =
- - -
g — p—
b B —
Jde =
a3 ___I
]-osl. Y
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[ORILING LOG (Comt Shoat)™ ™= = & = Mele Mo, HA-Sé-1
a0 sy wen_
Sargent Beach, TX Overvash o - wem
' Cont (802 O L Y
asvanow | s | weee w“,__”,“m QICOV. {SAMAL|  (Orliwg ome mune w. diged of
ey n0. g, wn. o ey
0 1] 3 4 [ { g
- -
N =
——

1005 —
:"""‘ Medius to dark browmaish o
Ir-— gray clay wich some o

)= ted amd vellow [
.

A irca sctainang. o

T -

110 cd o b
-t — -
- -
- - - -

e -
e — -
g — p—
oo = -

120 Hedium to dark gray —
= - clay vith some red -
- am—— b
- = iron scainiog. -

e el e -
- — -
I C

133 = —
3 F
s cwvem— -

-] - Medium to dark orcwnish —
T gray clay wich -
b abundance of yellow -

1 40 errnes: o
T - iron staining -
o — -
o PRGNS -
:;—--“' -

uo—:: - ol
3= -

4= =

160~ j [—
: -
q-_J High abundance of C

o ] ted from scaining. —
= -

j70 = C
= :

= Medium to dark grayish o
P A brown clay wich [
T~ sbundance of red iron -
o —— staining. -

heo 3~ ine -
1= s
&4 = -
: /'-— :

190 “™am == [
== -
4 = -
3 -
] -

200 — / i
3 -
p -
-~ —

3 3
- -
- -

-
NG fORM mosc
O FORM 1334up B8 ILIOIH0I conrom oe-ssn-ses r" b
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— T CaTew m“]fi:v T

B MEE ANG TYIR &F BV

1% TOYAL BO. 87 OvEln mevuness Tuneaarve sse
BUNROE! :

W SABFLES TaREN '

w Yovas cone sougs
16 SLEvaTIONn SAOUSE VATES
w sav IVaavES Tcomwrcavis
Qivesvigsr Qiutremse . _ o8s roaw veny. * l 11-20~%0 —
7. CLEVATION YOO §F oLt
7. TICERTES OF SVEASUAGEN
4. TOTAL CORE RECOVERY POR sonine .
- GEFTH SRILLES WT Rocx . HeRATURE OF IPECTOR
s. YevaL oerYn oF werne 195 ca L
. 4 CONE |sax o agmanns
- “,:. CLARMPICATION 0 maTENIoLS ARET [Mhet| s e o
- < 4 » ] ']
3
o 3 Light brown (tan) sand
3 with soms shell
= fragmencts. Fev wvhole
o shells.
20—
3
— Light to msedium brown
= shelly sand wich few
3 vhole shells.
30—
o
3
Light to medium
brown sand with
3 abundance of shells.
40 Few wholie shells.
3
3
— Light brown (can)
pu sand with some shell
b fragments. Red iron
‘0-—_~ scaining at 5] cm.
3
—t s, Light brown ssnd vich

ik some shell fragments
v mottled vith sedium
gray clay.

4

o
ulp J’u.

4

S‘

*

Lighc otown sand
wmottled with
medius gray clay,
wostly clay.

~
o

lllll.lllllll

Dark gray clay
sotcled vith mediua
reddish browa clay,
mostly datk gray.

Medium reddish brown
clay moctled wirth
datk gray clay.

go— wostly reddish drown
clay.

llllll”ll””llll]'ll”ll”ll”lllllIllllIll!l”lll”ll”l]llll|ﬂT1|l”l|Il”]”ll'”l{Ill”]”ll

»aGIECT oL € =0

a‘-“:e". 1836 raavieus cosions ane sssserre.
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DRILLING LOG (Cont Shaer) "™ ™ & ™

Heole Neo. HA~S4-2

ENO FORM B8 2210-0-0008)
- | 1830-A

AP0 1900 9F s 0800

] seblasanin veonn 2
Sargent Besch, TX ] Berm Crest @ wam
GAMSCARDIY OF nstiiiads Pl o rt (e A
Gvanon | S0Pt | WOBE Oy 'f:' '..0 ooy, .. of agugeras)
. » 0 4 . [ g
100 J" " Medium to dark gray iy
O™ e clay mottled with o
-_-':_"‘ teddish browm clay. -
—— - .l
3 Roots -
103" _ Medium to dark gray E—
J. clay. o
e -
— p— -t
4"~ —
- -
1209 ) | Shetd -
Sy -
3 —_— Dark gray clay o
g socttled with yellowish
- medium gray clay.
q4= -
130 _~—_ffRoots —
1= E
140 .~ Medium gray clay e
J=" soctled vith o)
3 = yellovish medium -
P L gray clay. il
3= C
156 = = =i
T et -
— —— ol
Jd = =
—] f—
= -
- -—
i6°—: - — Medium gray clay il
- — soctled wicth reddish -
J. gray clay. -
gq-- -
3= -
vl ‘- -
j70 — — _ Medium gray clay ull
- sottled wich yellowish -
ho RSN and reddish gray clay. -l
— - Mostly medium gray .
:_——- clay. -
180 — =~ o
:'T_— Medium to dark brown -
1. clay mottled vith -
N — - reddish gray clay. I
- S | -
- :
190 —— < C
3 _-_—-—1 =
¥ 3
zoo—‘j C_
3 o
_3‘ o
: -
~ =
—
e -
b
j -l
bac -_y o
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Nele Ne.

(15

-
ool tmegvs

Sargenc Beach, IX

». HEE AN YYIR @9 MOV

T SITON Tor VIV SO TN Sy}

Mid/Lov Tide vy
RS T e T
{As Soun on Gomny wsie { H
HA-se-d ta VOVAL NUNBER CORE BaEES

15 SLEVATION GAGURS SATES

- on o0 noLE srtanves gccn-.nvco

[ L TP o TN L p— L UL . 04TE naLt l 11-20-90:
WCENESS e 1. L vor 8¢ nent
- === 8. YOUAL CONE AECOVERY POR BOMEE .

6. SEPTR EnnLAED WTO AOCR

1. MORATUAE OF INSFPECTON

fo. vevas, serre o0 ware 98 cs

Ll

s
(-]

- Dark brown clay

¥
<
dunbidonbinbog
't
Yy l" !

[
o

]
RLR N
lllll

3

Brown clay.

iy

3
Wt

o«
(-]

Dark gray clay.

Pt
'|‘||'."|

8
Vo

1l llllllllIllllllllhl.llllllllllllllllj‘l“llllll‘lll

l' '||
i,:

/47

- mottled with black
and brown streaks.

srovn moccled clay.

.a CLAMMPICATION OF waTERIALS Jcone |sen on ngiosninied
“ PN P deend NECOW [SANSLE|  (Pollog s omeer won. ot of
- [ « 4 - ' []
3 et Fine sand mixed with
:.__—_ brown clay. Mostly
=gt clay.
. -
J—o
10 g =
p
b R
-— - |
3=
= = Brown clay soctled
- - with black clay.
- -
203" —_
-

.‘.IIIIIIIIUIHIT[HIlIHIT]”H

m‘ 1836 rosweous coinens ans cmsre.
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L AV . L
OmILLING LOG I l-l swae Ty
o mY
Sargenc Beach, TX . 018 doe YR =
o Seameum)
Station 2 Mid-cide TR T RSN W e |
I YOTAL -a P SwEn- | oTnege ,n-."uu.
-.I.-l‘..—--——-? $2 - Al Cors [ ] vaagw | H
. " TOVAL CcORE S08EsS
" CALEVATION SASURS BATEA
[l T P e LT E— YL L = 04TS molt l 11-19-90
. 6L OP OF NOLE
7. VINCESCS OF SVEASUEREN
Py aocx . TOVAL, CONE SECHOVERY FOR SRMNG LY
el -re N MERATUNRE OF mereCTen L.
s. vavas sgPTw 0r uene $3.5 cm (V4
[ 7Y " CAAEMIKCATIOR §F BATERIALL acont _“ on AguARES
.U:I (Dusasgpem “.23‘ u—s..‘ < M—a— ——b ot
[ ] [ - 1
-2 -
) E
e L -
- J,J -~y
pe | A E
10 = 2A" Light brovn shelley -
:f,‘)‘i sand. :
= PR -
)Y, -
—_—y ) —
35 S
-y § .
—ter § tm
w0 JFAE 3
3 o Flat, round pebble. =
= o
—_ =
: ):r’). :
e LAY Light brovn send 5
30 et b om | vith sbundance of =il
oo 1 shell fragments. —
— * ,’ —
- J“‘ ~
anm— ".)
= 7 3
30~ -
w—e¢ 2 =
e m =
3. %“&)| Large shell fragmenc. =
— L .
-=3v.2 Light brown ssod with =
-, € some shell fragments. -
- -
SO —t L4 1T I~
=1;. G| Gray sand vith sheil -
pm -
v+ &7 frag s. =
- =
epm— -
7/ :
3 -
h -
wd /) 3
3 o
= E
- p—
m— -l
3 p
o p—
= =
- —
3 3
3 e
= =
— E
3 =
— ==
— -
3 o
b o
m— il
3 -
o -
el
ENG FORM 1§ 3§ sesvous cos vame aos cossesTe =134 ==

was v
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Hole Ne.

TR war
o0 L sngers

= MET S TYIN &0 WY
W
W‘
s TOTAL NUNSER CONE SRRES
TS SLEVATION GAGUSS VATER

ATABTES | cenePLEYES
wosrsmems | 11-20-90 i ‘———e
Crearen Oesunce . 066 FUn vear.
. & Tor o0 neLE
7. THecanEss 00 OVERUReEN . TEVAL CORE SECOVERY FER SAMNS .
a. SEFTH SRN.ALS WITE ReCH [V, WORATUAE 6F WePECTON ; 'L
TeTAL SEFTH OF HOLE 60 c»
— N CLASMICATION OF UATERIALS ASTE TR Bvarng o s e ommt ot
L] (Benamguant 14 -'. RamRmng, 60 i SigRNScany
- » 4 * 1
352 Light browa sand with
= some sheil fragments
.:)- and vhole shells.
= Light brown shelly
10 ==t sand.

Medium browan to dark
gray sand.

llll

Medium browm clay.

~
(-]

Med{um browm clay
mottled with dark
gray clay.

g

::'f- Tuigs

- - Medium brown clay.

&

unlunlseluebdoubndoulaubwnbuoelonubuntnn b

o
c

- - Reddish mediua
- = brovm clay.

”H]lllll”llllllllllllllllllllllWlllHlflﬂlIIHHIT1lllllllfﬂll'llllllll]']lll|1lll]llll|llll

T3] woLL Bo.
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Hole Ne.
W ]ﬁh’ N
or 2 sugeve
W WEE M® TYVE OF MY
-
Overvashd T
} 3 YOTAL N0, §F OVER. LA ]
HA=§2-1 SUntls SAnrL88 'uu!
. TOVAL CORE onats
H CELEVATION SROURE VATER
WABTEN !‘~\I'I.
66 PRGN venY. . SATE noLg J 11-20-90 (| —
. g4 T0P 00 nOLE
7. TINCHNES OF OVERSUASEN vy <
[ro—- 0. TET AL CORE RRCOVER SOMmas
o . HORATURE 87 WEPECTOR
o, vevas 05PY or weLe 196 cm Py LA
" L CLABMPICATION OF AT ERIALE . Cong {908 OB ACwARKS
L .":l . w‘ -!‘C.o'v- M.“ 8] (Desting -s.:.—.‘- A of
- - L
Jo¢ -
g7 =
¢ 3' € Light tan shelley sand. —
3.7 =
lo-:'f' T =
=S~ -
- ‘J.‘ -
.. ‘ -
.6 —
=1 . -
3'0_"'_ Izon stained tan -
L o i shelley ssnd vith —
-9 pebblaes. -
— ﬂ.. : _—
To :
- 'Y =
30— N2 A il
E ey 5
3.7 -
-— . L
-t . -~ pe
.2 -
40 j_ :‘. ~, Light grayish tan —
o Kok '(’ shelley sand. -
. -
-yt - :—
37 -
- .. -
0= ~. —
- Cr A ol
I.° - =
— f—
60—~ -~ 1 Dark browa clay =i
=5 - moctled with black -
-~ clay, =
—- - ol
oT=3 =
- - -
10" = -
Ers =
-— - -
3.7 Medium to dark 3
q -~ browm clay. -
g3~ E"
—_ 2] i
wj T - =
b gt =
j - Reddish wedium co -y
“1 dark brova clay. -
- o [
b d
T4 =
MG FORM PRGIECT wOLT O
e JORK 1836 seaveove tor e ans casmsre. |
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—— I-‘u— |l 2
Sargeac Beach. TX Ovetvash [o 2 pasm
QALISCARON OF mammals » comt (e01 OF .
i | oo | ucee = N[l e
[} [ (i 4 « [} i 3
34 =
I — -
100 - _‘_-' —a
- - -
== Reddish sedium to -
= - dark browm clay. -
110 = = ~ —
37— C
— - g
- - o
I =
hzo—- : “1 -
I . Dark gray clasy -
J-- mottled vith sedium to -
s dark browm clay. —
—t— w -
130 —] - 4 Brownish dark gray —
[ P
- clay. =
_l —
3= -
- -
160y ™ 1 —
J=_" Datk gray clay -
:‘_ - wottled with black -
= - 4 clay. —
J-- C
150 _‘_'4 -
3J-- —
- - - -
-4 - -
160— __::? Red tron staining. —
3 - - =
o - - w
e - "
3 — - §Yellov ircu stataing. -
1704 o = [
-t p
> i -
- - -
180— — - ol
A — o
3 - -
- o o -_
- - -
J—- -
- = Yellowish light to -
190—3=_~ sadium gray clay. —
3. _j E
3 E
:: ; C
200— [
3 / o
] =il
- -
o -
- -
L] wha wh

N0 FORM 1836=A (SR 311041000

am ot
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Bers Cresc

s 18 TOTAL GO 99 SVER-

B, MIC AN TV OF IV

YO VO CCI Vv e T ey |

48 vange

HA=$2-2
‘4. TOTAL SUURER CORG SOSEN
. SLEVATIOR SAGUERS BATES
—Teaaves Tesscaren
e SaTa i | 112090 | ————e

19, €\

TOP OF Wt

5. BEFTH BRiLLES TS ARCR

1S ca

5. YO AL CORE RECEVERY FOR SoMmas

8. MORATUAE 67 SPECTOR

0. TETAL SEPTH OF uBL &
£ & CLAGMMICATION OF BATENIALD | COnt (0OR On ACWARAS
: ”.'- (Do ‘II- lﬁg& “TQ.I M_a-‘ Ao of
1] . I]
Jro e
3 ¢ =
- ‘()_? Tan to light brown f—
-5 and sedium gray E
=N shell hash wich -
10— 0( - pebbles. gl
370 -
= »7 :
=5 ==
-, " " . :
20 ~ { o E_
3/ =
AN Poorly sorted cas :
. ':\ sand vith large =
g, shell fragments. -
— P -l
30 5,. n —
= S -
—_O' Clay ball —
5 -
3 --Z' -L
03 .(, =
p= . -
3.¢ . —
-t . ~ pre
5073 a7, s__
I .). -
':_.( i Poorly sorted tan —
3.°¢C sand with abundance -
. of shell fragwents. =
603 ') . =
3. )
3 <, [
-, Jr —
= N -
70—, « ‘: ~
:‘{’:4 E
— ./ -
d’,: -. B
=kp (3 -
-, -
— P -
u‘a :‘J P> Shelly ssnd mottled —
J¢ - vith dark brown clay. -
pm DAy -
—.= —
47 =
e "m0 -
90 e o -
Jq=-_- Reddish medium browa -
- - clay. -
o (et —
—i-J\r' -
34 =
T N

ENG FORM 13 3¢ sagwevs corians ans oBeoLeTS.

wan ¥

E
;
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RIvaRgN WP O Bs
ORRUNG LOO (Comt Shoot) Heole Ne. HA-S2-2
—— "
Sergeat Beach. TX [ " Barm Crest @ 2 verm
. 08 O8 mages
Qusincarn o mammus Uov, [Lomnt| (Dt e e . s o
Givanon | e | VODS J- W '™ 0. ey, en.. o Spodusn: )
Py » ¢ 4 ) L '3
o C
ER; 3
= =
-y C
100 37 -
fn 0 Tar ball E
_— Medius browm clay. —
110 e —
3= 3
3-= —
= -.-.l -
1205 = —
3= E
1303 = 7 —
I3 Dark browm clay -
b= S moctled with black -
_: - clay. —
he Rapeg 3
W0md _ -
j--_ o
= Bk -
- - e
— - e
15— — —
: L -
j - 3
-
- _- =
3 S
160wt oo o —
3- - -
: — ey -
= 3
3=-] -
1103 3
= Medium gray clay -
-_4 — motcled with yellow -
—r— - clay. =
- -— -
18037 -
34 -
I -
e -y
g--- :
- e d
tso I il Dark gray clay. 3
o Py -
-t - o
:/ -
200 / —
- ad
3 -
E C
3 -
L ]
.c,_lgu 1636=A SR 111041000 O5Y 19 00 < 0as~ 00 l‘ -
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Hele Me.
OmLLING LOG I = Tt
o 1 snseve
TR OF M7
Sargent Basch. IZ HE D ITON PO FCIVITIO W A e |
o Seanbond
Hid-cide TSV RR S Ve S S|
* .
) 15 YOVAL 80. 9F OVER- | TR ED .;\-um.u
pyiy . alpul 4 Gvwing ! .u-.l.-u-\uvul-! H
0 u-sz-] 4 TOTAL BUNEER CONE BOEES
15 SLEVATION SAGUNG BATER
[ w save ln ARTES !cml'c.
Civenveas Clmesmen 066 00w veav. s 11-20-90 : ==———
e p— "”. L o TOF @9 et
- -.- -. '".“-.: 9§, YO &, CONE RECOVERY POR BOMBS -
el bkded N MOBATURE OF MEPECTOR q‘
o. YevasL agrYe o nens 195 ca
' " CLAMMIICATION OF UATGRIALE 9 CONe (00% OR ATWASRS
L el (Dasergetmy ll..eg‘ I-\.O\.‘ B} (Bvasmg _...-.-‘ b of
= s 2 ] - t - . pnbony
—TAT A -
::;-f Browvn sandy shell -
72 Clay hash vith abundance -
s v 1 ball  ©Of pabbles with E—
b A sedium brown clay. =
10 —‘w ‘." :-
— .' . -y
=i -
= ) c. e
., Tan to brown sandy —
2. shell hash with =
20 “w pebbles. -
—d . -
e 4, -
3% -
s U =
L "‘ -
o.vca =
V7, =
- o
- Medium to datk brown —
e S clay. -
— - pr—
= X 2
J=-_~ =
- - el -
50 e = ~ -
- - =i :
Jq- - Medium reddish browm -
he i clay. -
—— -— - [
9 - -~ =
60— - =
- — :
—..I —— :-
3 5
- -
70— - =
—-_= T =
37 -4 o
— e el -l
-_— - =
- T -
I Medium to dark -
e PN grayish browa clay -
so—2" - wottled vith mediua =
J—--_ reddish browa clay -
b (S vith few shell =
? - fraguants. -
pm AR -
- o
L Rd -
e et ~
- - - =
- - -
- - ——
o 2 —
1% :
- b =
IR ne
“f“'?,“ 1836 racviovs cosmioms sas smssLave FResect [~
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[DRLLNG LOG (Cant Shoet) ™™ = =~ Hole Ne. HA-S2-3
S— T
Sazrgeac Jesch, X l Mid-cide I. 2 yorm
CAMSEARON OF MamSALS 1 CON 1808 O Sanass
Gsvanon | s | woRe O " u'c.?v “::l lhul-—.:-dvhdnn'd
. > < 4 . [} ! g
= =
= o =
100 == = =] Grayish dark brown clay -l
E':_": Dark gray clay mottled =
- wvith dark brown clay. =
‘:——- '-_
== o
N wn e -
no—_ - o
37 C
- - =
- = -
120 = Medium to dark browm :_
= clay. =
g =
L -
e - oy -
- -
130—— - —
q - ol -
3~ - =
= . —
d - o
1w . -~ -
ERE =
-y —-— - :
- -
- - - =
- - -
- -
1501 = Dark gray clay iy
b SRS mottled with black =
o o clay. -
— - -_
= Tl F
1605~ — -
- - - =
- b
s S =
- - Yellovish sedium to o
- - light gray clay. -
170y o = :-_
~ - Yellowish medium to —
I dark ciay woctled -
l'o_: -— - vith black clay. -
j"."'.'.. -
- - -
[ - =
3. o
90— - Yellovish madium to -
- dark gray clay. g
E gl :
- [ -
-— o
- po
~ -
ZOO:J e
- / -
= .
E 5
.‘.'3.. 1838=A BB LIS12001 050 wen 00 < smeoee rasc l-—- )
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Hele Me.
1 1
In meeve
w. HIt AN TYIN OF Y
Sargest Beach. TX =
Seassnny
High tide ]
5. TOVAL 4O oF qu'.‘-“‘cu' 13 _'r'_“'——‘le )
HA €3 .
™ cong Ssses
1% SLEVATIOR QAR SAVER
aaves TeowLeven ™~
Cvenvmae Oueemes ________ ses roow vaay. | ' 2478 W08 l 11-19-90 P —
[r. TWICANGIS 0F SUENSUASEN LALL Ter 00 wOLE
o SEATH GMLLED T POCK : Mu;.::::lm:':- comes .
. Yeras ousve or mere 34 cm Sl
wavavien| N < ow 1cong (soR an nguasus
* savn ‘“--:w‘"m RECOW {rimart ""'""‘-':’.'.“‘""‘
- > s 2 2 ! e
pu .o‘.. -
: * F
- . ~
-_— =
= ) E
~ -0 =
10 = (,. -
° 3o Light drowa sand with =
J. some shell fragmesnts. E
- | .' Y p—
-4+ ‘4, =
o - . -
Jv.- -
20210 . =il
-~.." -
J..0 -
‘vt
. - ;
-t e 8, =
-4 -
0—..'¢ =
-
— ;
3 -
B -
3 -
40 —
- -
3 -
= =
] =
= -
- =
- ~_
3 -
: =
— =
3 =
p— =
= p—
- =
- —
3 p—
3 =
-1 ‘=
— -
3 -
3 p
3 y
3 =
3 ——
3 e
3 -
-
= =
-3 —
= C
* e
mf‘:?’. 1836 sngviows ammens ans omsgre. FRssmcy T:u [

Appendix A Core Logs AlS




w. MEQ N0 TVER OF ;Y
IO VO VI T N o Iy 1

T Tiaud IEYRIR Y STina Vit &F Sk ]

)
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Appendix B
Sediment Grain Size Statistics

Appendix B lists the coarse grained size statistical data of the sediment
samples that were collected for this study. The sediment samples consist of
surface grab samples, two hand auger core samples, and one sample which was
analyzed for its fine grain size distribution. The fine grain size percentages
were determined by using the pipet method. The computer program ISAP
(Interactive Sediment Analysis Program) was used to obtain all statistics.
Surface sediment samples were taken near the overwash fan, at the high water
line, mid-tide, and low-tide areas. Composites of the berm crest, mid-tide, and
low-tide samples were mathematically calculated with the ISAP program in
order to reduce cross-shore variability. The sample content by weight percent
of the main grain size classes, gravel, coarse sand, medium sand, fine sand,
silt, and clay are listed. The standard statistics of the collected samples
include median grain size in phi and mm units, mean grain size in phi and mm
units, standard deviation in phi units, Skewness in phi units, and Kurtosis in
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SARGENT BEACH SEDIMENT ANALYSIS

Locality Type Sample Date Frctile Analvsis Date Analvzer
sB GRAB 1 11719790 1730791 CLK
X Positaion Y Fosaitaion
Elevation of Top of Core
Length ot Core
Depth to Top of Sample
Depth to Bottom of Sample
Comments CEDAR LAKES BERM LARGE SHELL HASH
Start Weight 15.436 Final Weight 15.327 Deviation 0.706 %.
PH: MM Weight Percnt Cumu!l PHI MM Weight Percnt Cumul
Percnt Percat
-2.25 4.737 0.000 0.000 0.000 1.25 0.420 0.178 1.181 14,732
~2.00 4.000 1.221 7.966 7.866 : 1.%0 0.3%54 0.178 1.161 15.894
-1.7% 3.364 0.072 0.470 8.43¢ : 1.7% 0.297 0.492 3.210 19.104
-1.%0 2.828 0.030 0.326 8.762 2.00 0.2%50 1.796 11.457 30.560
-1.2% 2.378 Q.134 0.874 9.637 : 2.2%5 0.210 3.248 21.191 91,792
-1.00 2.000 0.023 0.150 9.787 : 2.50 0.177 3.413 22.268 74.029
-0.7% 1.682 0.033 0.21% 10.002 : 2.75 0.149 1.936 12.631 86.651
-0.%0 1.414 0.040 0.261 10.263 : 3.00 0.125 1.147 7.484 04,135
-0.25 1.189 0.0%0 0.326 10.%89 : 3.25 0.10% 0.713 4.652 908.786
0.00 1.000 0.048 0.313 10.902 : 3.50 o0.088 0.122 0.796 99.582
0.2% 0.841 0.069 0.450 11.3%3 ! 3.7% 0.074 0.044 0.287 ©9.870
0.50 0.707 0.003 0.607 11.9%¢ : 4.00 0.063 0.011 0.072 99.941
0.7% 0.595 0.101 0.659 12.618 : 4.2%5 0.053 0.009 0.0%9 120.000
1.00 0.%500 0.146 0.953 13.571 :
Sample Content by Weight Percent
Gravel Sand Silt Clay
coarse medium fine
Wentworth Classaification 9.787 3.784 16.990 69.38) 0.059 0.000
Unified Classafication 0.000 9.787 4.946 85.137 0.130 0.000
Standard Statistics
Median Mean Dev. Skew Kurt
¥Yethod cf Moments (PEI) 1.82 1.39 -2.c4 6.09
Folk Graphic Measurez (PHI) .23 .19 1,08 -0.4% 3.2
Grain Size (mm) 0.21 0.2
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SARGENT BEACH SEDIMENT ANALYSIS

Locality Type Sample Date Profile Analvsis Date Analyzer
B GRAB 2 11719790 1730791 CLK
X Position Y Fosition
Elevation of Top of Core
Length of Core
Depth to Top of Sample
Depth to Bottom of Sample
Comments : CEDAR LAKES MID-TIDE LARGE SHELL HASH IN SANPLE
Start Weight : 22.849 Final Weight : 22.847 Deviation 0.009 %
PHI1 MM Weight Percnt Cumul ¢ PHI MM Weight Percnt Cumul
Percnt @ Perent
~2.25 4.7%7 0.000 0.000 0.000 ¢ 1.25 0.420 0.126 0.551 4.211
-2.00 4.000 0.174 0.762 0.762 : 1.50 0.33%4 0.180 0.788 4.908
-1.75 3.364 0.001 0.004 0.766 ! 1.75 0.207 0.563 2.464 7.4063
~1.50 2.828 0.096 0.420 1.186 : 2.00 0.2%0 1.863 6.242 15.704
~1.28% 2.378 0.038 0.166 1.352 ! 2.2%5 0.210 3.178 13.910 29.614¢
-1.00 2.000 0.030 0.13 1.48¢ ! 2.%0 0.177 3.816 16.702 46.317
-0.75 1.682 0.043 0.188 1.672 ! 2.7% 0.149 3.419 14.963 61.282
~0.890 1.414 0.020 0.088 1.760 ! 3.00 0.12% J.944 17.263 78.%44
~0.25 1.189 0.023 0.101 1.860 ! 3.2% 0.10% 4.0%4 17.744 96.288
0.00 1.000 0.033 0.144 2.008 ! 3.%50 0.088 0.702 3.073 99.361
0.25 0.841 0.070 0.306 2.311 ¢ 3.7%5 0.074 0.126 0.551 9090.912
0.50 0.707 0.081 0.223 2.534 ! 4.00 0.063 0.014 0.061 99.974
0.75 0.595 0.079 0.346 2.880 ! 4.2%5 0.0S53 0.006 0.026 100.000
1.00 0.500 0.178 0.779 3.659
Sample Content by Weight Percent
Gravel Sand Silt Clay
coarse medium {ine
Wentworth Classification 1.484 2.175 12.045 84.2069 0.026 0.000
Unified Classification 0.000 1.484 2.727 95.702 0.088 0.000
Standard Statistics
Median Mean Dev. Skew Kurte
Method of Moments (PHI) 2.4¢ 0.7¢ -2.94 16.0€
Folk Graphic Measures (PHI) 2.56 2.%% 0.53 ~0.13 *0.91
Grain Size (mm) 0.17 0.18&
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SARGENT DEACH SEDIMENT ANALYSIS

Locality Type Sample Date Profile Analysis Date Analyzer
SB GRAB 3 117197900 1730/91 CLK
X Posaition Y Pogition
Elevation of Top of Core
Length of Core
Depth to Top of Sample
Depth to Bottom of Sample
Comments CEDARK LAKES LOW-~TIDE
Start Weight 16.628 Final Weaight 16.616 Deviation 0.072 %
PHI MM Weight Percnt Cumul { PHI [~ ] Weight Percnt Cumul
Percnt ! Fercnt
-2.2%5 4.757 0.000 0.000 0.000 ¢ 1.2%5 0.4320 0.040 0.241 9.924
-2.00 4.000 0.533 3.208 3.208 : 1.%50 0.354 0.044 0.265 10.189
=1.75 3.364 0.123 0.740 3.048 1.75 0.207 0.092 0.554 10.743
-1.50 2.828 0.140 0.843 4.791 : 2.00 0.2%50 0.238 1.583 12.205
-1.2% 2.378 0.136 0.818 $.600 : 2.2%5 0.210 0.552 3.322 15.617
-1.00 2.000 0.10S 0.632 6.241 : 2.50 0.177 1.107 6.662 2.280
-0.75 1.682 0.078 0.469 6.710 : 2.7% 0.149 1.682 10.123 32.403
-0.50 1.414 0.113 0.680 7.390 ° ¢ J3.00 0.125 3.705 22.298 54.700
~0.25 1.189 0.072 0.433 7.82¢ ! 3.25 0.105 S.630 34.003 88.704
0.00 1.000 0.0%59 0.3%S 8.179 : 3.80 0.088 1.540 9.268 97.972
0.25 0.84) 0.084 0.5%506 8.684 : 3.75 0.074 0.206 1.781 ©9.753
0.50 0.707 0.049 0.295 8.979 : 4.00 0.063 0.030 0.181 99.934
0.75 0.59% 0.051 0.307 9.286 ! 4.25 0.0%3 0.011 0.066 100.000
1.00 0.500 0.066 0.397 9.683
Sample Content by Weight Percent
Grave! Sand Silt Clay
coarse medium fine
Wentworth Classification 6.24) 3.442 2.612 87.638 0.066 0.000
Unifred Classification 0.000 6.241 3.683 89.829 0.247 0.000
Standard Statistics
Median Mean Dev. Skew Kurt
Method of Moments (PHI) 2.5 i.31 -2.%7 e.¢4
Folk Graph:c Measures (PHI) 2.9% 2.81 0.97 -0.%2 ©3.42
0.13 0.18

Grain Size (mm)
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SARGENT BEACH SEDIMENT ANLYSIS

Locality Type Sample Date Protile Analysas
SB GRAB 4 11719790 17/730/91
X Fosition Y Posgition

Elevation of Top of Core
Length of Core

Depth to Top of Sample
Depth to Bottom of Sample

Comments : S-2 OVERWASH LOTS OF SHELL HASH

Start Weight : 29.073 Final Weight : 29.030 Deviation

PRI MM We:1ght Percnt Cumul : PHI MM Weight Percnt

Percnt ¢

-2.25 4.7%7 0.000 0.000 0.000 @ 1.2% 0.420 0.422 1.454
-2.00 4.000 2.380 8.198 8.198 ! 1.50 0.354 0.406 1.39¢9
-1.75 3.364 0.297 1.023 9.22]1 1.7% 0.287 0.97% 3.359
-1.50 2.828 0.7%7 2.808 11.829 2.00 0.2%50 2.64S% 9.111
-1.2% 2.378 0.903 3.111 14.940 2.25 0.210 4.195 14.45
-1.00 2.000 0.618 2.129 17.069 2.50 0.177 4.352 14.991
-0.7% 1.682 0.37 1.278 18.347 2.7% 0.149 2.974 10.245
-0.50 1.414 0.764 2.632 20.978 3.00 0.12% 1.700 $.856

3.25 0.10% 0.89% 3.083
0.200 0.999
3.75 0.074 0.143 0.493
4.00 0.063 0.040 0.138

0.75 0.59% 0.567 1.952 31.529 4.25 0.053 0.020 0.0689

1.00 0.500 0.820 2.825 34.3%4
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Sample Content by Weight Percent

Gravel Sand Sile
coarse medium fine

Wentworth Classification 17.069 17.286 1S.322 50.25%5 0.069
Unified Classification 0.000 17.069 18.739 63.986 0.207
Standard Statistacs
Med:ian Mean Dev. Skew
Method of Moments (FHI) 1.22 1.67 -0.8%
Folk Graphic Measguresr (FPEI) 2.01 1.17 1.71 -0.64
Grain Size 'mm} 0.25 0.43

Date Analvzer
CLK

0.148 %

Cumul
Percnt

100.000

0.000
0.000
Kurt

2.33
«0.84
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SARGENT BEACH SEDIMENT ANALYSIS

Locality Tvpe Sample Date Profile Analysis Date Analyvzer
SB GRAE S 11719790 1/730/9) CLX
X Position Y Fosition
Elevation of Top of Core
Length of Core
Depth to Top of Sample
Depth 1o Bottom of Sample
Comments S-2 BERM
Start Weight 17.360 Final Weight 17.248 Deviation 0.64% %
PHI MY, Weight Ferent Cumul T PHIL MM Weight Fercnt Cumul
Percnt ! Fercnt
-2.2%5 4.7%57 0.000 0.000 0.000 : 1.2%5 0.420 0.133 0.77} 4.54S
-2.00 4.000 0.000 0.000 0.000 : 1.50 0.3%4 0.140 0.812 5.3%57
-1.7% 3.364 0.002 0.012 0.012 : 1.75 0.297 0.336 1.948 7.305
-1.%50 2.828 0.095 0.551 0.562 : 2.00 0.2%0 1.430 8.291 15.596
-1.2% 2.378 0.036 0.209 0.771 : 2.2% 0.210 J.497 20.275 J35.871
-1.00 2.000 0.057 0.330 1.102 : 2.50 0.177 4.932 28.595 064.465
-0.73 1.6082 0.081 0.470 1.571 : 2.7S5 0.149 3.324 19.272 83.737
~0.%50 1.414 0.085 0.319 1.800 : 3.00 0.125 1.813 10.8511 94.249
~0.2%5 1.189 0.031 0.180 2.070 : J3.25 0.108% 0.719 4.100 98.417
0.00 1.000 0.032 0.186 2.258 : J3.50 0.088 0.158 0.916 99.333
0.25 0.84) 0.054 0.313 2.568 : 3.735 0.074 0.081 0.470 09.803
0.50 0.707 0.048 0.27¢ 2.847 ! 4.00 0.063 0.020 0.116 99.919
0.7% 0.3595 0.0SS 0.319 3.166 : 4.2%5 0.0%3 0.014 0.081 100.000
1.00 0.300 0.105 0.609 3.774
Sample Cantent by Weight Percent
Gravel Sand Silt Clay
coarse madium fine
Wentworth Classification 1.102 2.673 11.822 84.323 0.081 0.000
Unifiad Classification 0.000 l1.102 3.444 95.257 0.197 0.000
Standard Stataistacs
Median Mean Dev. Skew Kure
Method of Moments (PXI) 2.30 0.68 -2.92 15.8¢
Folk Graphic Measures (PHI) 2.37 2.28 0.44 ~-0.08 . 1.30
Grain Size (mm) 0.19 0.20
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SARGENT BEACH SEDIMENT ANALYSIS

Locality Type Sample Date Profile Analys.s Late Analvzer
SB GRAD 6 11719790 1/30/91 CLK
X Fositaion Y Pos:tion
Elevation of Top of Core
Length of Core
Depth to Top of Sample
Depth to Bottom of Sample
Comments : S-2 MID-TIDE LOTS OF SMALL SHELL HASE
Start Weight 34.61¢C Final Weight : 34.%8°% Deviation 0.072 2
PHI MM Weight Fercnt Cumul : PHI MM Weirght Fercnt Cumui
Percnt ! Percnt
-2.2%5 4.757 0.000 @.000 0.000 @ 1.25 0.420 0.243 0.703 S1.615
-2.00 4.000 1.763 S5.098 $5.008 : 1.50 0.354 0.192 0.5%55 $2.170
-1.7%5 3.364 0.874 2.527 7.62% . 1.75 0.297 0.397 1.148 $3.318
-1.%50 2.828 1.08¢ 3.137 10.762 2.00 0.250 1.112 3.236 5£.95%3
-1.25 2.378 1.12% 3.253 14.0! 2.2%5 0.210 2.524 7.2908 63.83)
-1.00 2.000 1.141 3.200 17.3:14 1 2.%0 0.177 4.534 13.:110 76.96}
-0.75 1.682 1.828 $.286 22.%09 ! 2.7% 0.149 4.2%7 12.309 89.270
-0.%0 1.414 2.349 6.792 20.391 : 3.00 0.12% 2.647 7.654 ©6.924
-0.25 1.189 2.353 6.804 36.10%5 : 3.2% 0.10%5 0.906 2.620 09.543
0.00 1.000 1.82) 4.427 40.622 : 3.50 0.088 0.104 0.30) 09.844
0.25 0.841) 1.4%7 4.213 44.834 @ 3.75 0.074 0.036 0.104 99.948
0.350 0.707 0.6888 2.568 47.402 : 4.00 0,063 0.010 0.029 99.977
0.75 0.595 0.601 1.738 49.140 ! 4.25 0.083 0.008 0.023 100.000
1.00 0.%500 0.613 1.772 $0.912
Sample Content by We:ght Fercent
Gravel Sand Silt Clay
coarse medium fine
Wentworth Classificazion 17.214 33.598 5.641 43.423 0.023 0.000
Unified Classificat:on 0.000 17.314 34.301 48.333 0.0%52 0.000
Standard Stataistacs
Medaian Mean Dev. Skew Xurt
Method of Moments (PHI! 0.84 1.72 -0.22 1.%2
Folk Graphic Measures (PHI} 0.87 0.80 1.68 -0.11 0.65
Grain Size (mm) 0.%5 0.56
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SARGENT BEACH SEDIMENT ANALYSIS

Locality Type Sample Date Profile Analysis Date Analyzer
SB GRAB 7 11/719/90 1730791 CLK
X Posation Y Position

Elevation of Top of Core
Length of Core

Depth to Top of Sample
Depth to Bottom of Sample

Comments : S-2 LOW-TIDE LOTS OF SMALL SHELL HASH

Start Weight 28.848 Firal Weight : 28.81% Deviation : 0.114 %
PHI1 MM Weight Perent Cumul +  PHI1 L] Weight Percnt Cumul
Ferent ! Percnt
~-2.28 4.7%7 0.000 0.000 0.000 : 1.25 0.420 0.104 0.673 S1.449
-2.00 4.000 3.238 11.237 11.237 1.50 0.354¢ 0.154 0.534 S51.983

2.75 0.149 2.964 10.286 74.420
3.00 0.123 3.926 13.625 88.044
0.10% 2.641 9.659 07.904
3.50 0.088 0.489 1.697 09.601
3.7% 0.074 0.009 0.344 90.944
4.00 0.063 0.011 0.038 99.983
4.25 0.0S3 ©.00S 0.017 100.000
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1.00 0.500 0:495 1.728 $0.776

Sample Content by Weight Percent :

Gravel Sand Silte Clay
coarse mediunm fine

Wentworth Classification 28.374 22.402 3.755 45.452 0.017 0.000

Unified Classification 0.000 28.374 23.07S 48.496 0.056 0.000
Standard Statistics
Median Mean Dev. Skew Kurt
Method of Moments (PHI) 0.79 2.00 -0.17 1.37
Folk Graphic Measures (PHID 0.89 0.71 1.96 -0.13 .0.%6
Grain Size (mm) 0.54 0.56
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SARGENT BEACH SEDIMENT ANALYSIS

Elevation of Top of Core
Length of Core

Depth to Top of Sample
Depth to Bottom of Sample

Comments : S-4 JVERWASH
Start Weight : 31.004 Final Weight : 30.999 Deviat

PHI MM Weight Percnt Cumul PHI M Weight

Percnt

1.23 0.420 0.590
1.50 0.354 0.665
1.7 0.297 1.598
2.00 0.250 4.806
2.25 0.210 7.103
2.%90 0.177 6.688
2.75 0.149 3.391
3.00 0.125 1.450
3.2%5 0.108 0.3563
3.50 0.088 0.190
3.73 0.074 0.116
4.00 0.063 0.042
4.25 0.053 0.026

-2.25 4.7%7 0.000 0.000 Q.000
-2.00 4.000 0.224 0.723 0.723
-1.7% 3.364 0.060 0.1904 0.91~
-1.50 2.828 0.019 0.061 0.97%
-1.2% 2.378 0.124 0.400 1.377
-1.00 2.000 0.133 0.429 1.807
-0.73 1.682 0.088 0.284 2.090
~0.50 1.414 0.178 0.574 2.66%
-0.25 1.189 0.267 0.861 3.%528
0.00 1.000 0.257 0.829 4.3%%
0.2% 0.841 0.432 1.394 S.749
0.350 0.707 Q.456 1.47) 7.220
0.75 0.595 0.522 1.684 8.904
1.00 0.500 0.904 2.916 11.820

% ee 44 4+ 05 on we en Be es ae ae s ga

Sample Content by Weight Percent

Gravel Sand
coarse medium fine

Wentworth Classification 1.807 10.017 24.698 63.399
Unified Clagsification 0.000 1.807 11.917 86.058

Standard Statistics
Median Mearn Dev.

Method of Moments (PHI) 1.96 0.87
Folk Graphic Measures (PHI) 2.1S 2.07 0.69
Grasn Size (mm) 0.23 0.26

Locality Type Sample Date Profile Analysis Date Analyzer
SB GRAB 8 11720790 1/30/91 CLK
X Position Y Posation

ion : G.306 %

Percnt Cumul
Percnt
1.903 13.723
2.145 15.868
5.145 21.014
15.504 36.317
23.204 $9.721
21.575 81.296
10.939 92.235
4.878 96.913
1.681 98.794
0.613 99.4006

0.374 99.781
0.13% 99.916
0.084 100.000

Silt Clay

0.084 0.000
0.219 0.000

Appendix B Sediment Grain Size Statistics




SARGENT BEACH SEDIMENT ANALYSIS

Localtty Tvpe Semple Date Profile Analvsis Date Analyzer
GRAB ) 11720/90 1730791 CLK
X Position Y Position

Elevation of Top of Core
Length of Core

Depth to Top of Sample
Depth to Bottom of Sample

Comments : S-4 BERM CREST

Start Weight : 27.117 Final Weight : 27.073 Deviation : 0.162 %

PHI MM Weight Fercnt Cumul

PHI MM Weight Fercnt Cumul
Fercnt

Percnt

............ -—— N —cwes--

~2.25 4.7357 0.000 0.000 0.000

-2.00 4.000 0.000 0.000 0.000 : 1.50 0.3%54 0.101 0.373 1.160
-1.75 3.36¢4 0.000 0.000 0.000
-1.50 2.828 0.000 0.000 0.000

-1.2% 2.378 0.000 0.000 0.000
-1.00 2.000 0.000 0.000 0.000 : 2.50 0.177 8.642 31.92% 66.797
-0.75 1.682 0.007 0.026 0.02¢
-0.50 1.414 0.003 0.011 0.037
-0.23 1.189 0.012 0.044 0.08]1

0.00 1.000 0.001 0.004 0.085 : 3.%0 0.088 0.299 1.104 98.866
0.25 0.841 0.007 0.026 0.111

0.50 0.707 0.026 0.096 0.207

0.75 0.595 0.028 0.103 0.310

1.00 0.%00 0.039 0.218 0.528

Sample Content by Weight Fercent

Gravel Sand Siit Clay
coarcze medium tine

Wentworth Classification 0.000 0.526 12.056 867.37) 0.044 0.000

Unified Classification 0.000 0.000 0.787 98.925 0.288 0.000
Standard Statigtics

Median Mean Dev. Skew Kurt

Method of Moments (PHI) 2.38 0.40 ~0.22 7.62

Folk Graphic Measgures (PHI) 2.37 .38 0.3¢ 0.07 ~31.08

Grain Size (mm) 0.19 0.19
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SARGENT BEACH SEDIMENT ANALYSIS

Locality Type Sample Date Profile Analysis Date Analvzer
SB GBRAB 10 11720790 17307901 CLK
X Position Y Positaon

Elevation of Top of Core
Length of Core

Depth to Top of Sample
Depth to Bottom of Sample

Comments : S-4 MID-TIDE LOTS OF SMALL SHELL HASH

Start Weight : 26.012 Final Weight : 25.931 Deviation 0.311 %
PHI M Weight Percnt Cumul ¢ PHI MM Weight Percnt Cumul
Percnt ¢ Fercnt

~2.2%5 4.7%7 0.000 0.000 0.000
-2.00 4.000 6.551 29.203 25.263
-1.73% 3.364 1.062 4.095 29.3%9
-1.50 2.828 0.581 2.241 31.8599
-1.25 2.378 0.610 2.352 33.9%52
-1.00 2.000 0.4%52 1.743 335.69%
-0.75 1.682 0.379 1.462 37.18¢
-0.50 1.414 0.645 2.487 39.044
-0.28 1.189 0.584 2.252 41.096
0.00 1.000 0.496 1.913 43.809
0.23 0.841 0.690 2.061 46.4069
0.50 0.707 0.830 2.044 48.313
0.75 0.%59% 0.550 2.121 90.634
1.00 0.500 Q.702 2.707 83.342

4.25 0.0353 0.007 0.027 100.000

(2]
03
(-]
o
—
4
v
o
-3
()
(*]
w
»
-4
©
©
o
»
>
(-]

Sample Content by Weaght Parcent

Gravel Sand Silt Clay
coarse medium fine

Wentworth Classification 35.6905 17.647 14.114 32.517 0.027 0.000

Unified Class:fication 0.000 35.695 19.074 45.193 0.03¢ 0.000
Standa:~d Statistics
Medaian Mean Dev. Skew Kurt
Method of Moments (PRI 0.34 1.93 -0.19 135
Folk Graphic Neasures (PHI) 0.68 0.32 1.87 -¢.20 0.49
Grain Size (mm) 0.63 0.79
Appendix B Sediment Grain Size Statistics B11
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Locality Type Sample Date Profile Analysis Date Analyzer
SB GRAB 11 11720790 1730791 CLK
X Posaition Y Posaition
Elevation of Top of Core
Length of Core
Depth to Top of Sample
Depth to Bottom of Sample
Comments S-4 LOW-TIDE LOTS OF SHELL RASH
Start Weight 18.757 Final Weight 18.644 Deviation : 0.602 %
PHI MM Weight Perent Cumul ¢ PHI MM Weight fercnt Cumul
Percnt ! Percnt
-2.25 4.73%7 0.000 0.000 0.000 : 1.2%5 0.420 0.315 1.690 26.936
-2.00 4.000 0.527 2.627 2.827 : 1.%0 0.354 0.260 1.395 128.331
-1.75 3.364 0.096 0.31% 3.342 : 1.75 0.297 0.603 3.234 31.56°%
-1.50 2.828 0.135 0.724 4.066 : 2.00 0.2%50 1.386 7.434 38.999
-1.28 2.378 0.239 1.282 $.348 : 2.25 0.210 1.979 10.615 49.614
-1.00 2.000 0.283 1.518 6.865 : 2.50 0.177 2.390 12.819 062.433
-0.73 1.682 0.420 2.233 9.118 ! 2.75 0.149 2.120 11.419 73.8%2
-0.%50 1.414 0.381 2.044 11.162 : 3.00 0.125 2.302 12.347 86.199
-0.25 1.189 0.421 2.258 13.420 : 3.2%5 0.10S 1.827 9.799 95.9099
0.00 1.000 0.363 1.947 15.386%7 ! 3.50 0.088 0.56S 3.030 99.029
0.29 0.841) 0.542 2.907 18.274 : 3.75 0.074 0.152 0.815 990.844
0.50 0.707 0.419 2.247 20.521 ! 4.00 0.063 0.018 0.097 99.941
0.75 0.59S 0.391 2.097 22.619  4.25 0.0353 0.011 0.0%5% 100.9200
1.00 0.500 0.490 2.828 25.247

SABRGENT BEACH SEDIMENT ANALYSIS

Sample Content bv Weight Percent

Wentworth Classif{:cation 6.865 18.38) 13.7%52 60.942

Unified Ciass:ification 0.000 6.865 20.071 72.908

Standard Statistics
MethoC of Moments

Folk Graphic Measures
Grain Saize

(mm)

Gravel Cand
coarse madium fine

Medaian Mean Dev.
(FEI) 1.7% 1.4
(FHI) 2.26 1.76 1.41

0.21 0.30

Silt Clay

0.0%59 0.000
0.1356 0.000
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SARGEY" BEACH SEDIMENT ANALYSIS

Elevation of Top of Core
Length of Core

Depth to Top of Sample
Depth to Bottom o! Sampie

Sample Content by Weidht Fercent

Gravel Sana Silt Clay
coarse mecium fine

Wentworth Classificazion 0.371 4.115 12.56%5 &2.8%0 0.099 0.000

Unified Cl- -i1fication 0.000 .37 4.639 94.798 0.192 0.000
Standard Statistics
VMedian Mean Dev. Skew Kurt
Method of Moments (PHI) 2.28 0.61 -2.39 12.81
Folk Grachic Measures (PHI) 2.2¢% 2.28%8 Q.45 -0.14 « 1.41
Grain Size (mm) 0.20 0.21

Locality Type Sample Dace Protile Analysis Date Analvzer
SB GRAB 12 11720/79¢C 1730791 CLX
X Position : Y Position

Ccemments :  A-! OVERWASH
Start Weight 15.200 Finai Weight 15.090 Deviation ! 0.724
PH1 MM Weight Percnt Cumu! : PHI L1 Wei1ght Percnt Cumul
Percnt Percr.
-2.2%5 4.757 0.000 0.000 0.000 : 1.2% 0.420 0.079 0.524 $.010
-2.00 4.000 0.000 0.000 0.000 : .50 C.354 0.086 0.570 5.580
-1.7% 3.364 0.000 0.000 0.000 1.75 0.297 0.323 2.140 7.720
~1.30 2.828 0.033 0.219 0.219 : 2.00 0.2%0 1.408 92.331 17.051
-1.2%5 2.378 0.000 0.00C 0.219  2.25 0.210 J3.249 21.531 J38.%5682
-1.00 2,000 0.023 0.152 0.371 ! 2.%50 0.177 4.390 20.092 67.674
-0.7% 1.682 0.038% 0.232 0.60> : 2.75 0.149 2.812 18.63% 86.309
-0.30 1.414 0.014 0.093 0.696 : 3.00 0.125% 1.384 9.172 95.480
-0.2% 1.189 0.0%8 0.384 1.080 : 3.25 0.105 0.488 3.22)1 98.701
0.00 1.000 0.074 0.490 1.871 ! 3.50 0.088 0.117 0.77S 00.476
0.25 0.841 0.09% 0.630 2.200 ! 3.75 0.074 0.0%0 0.331 99.808
0.50 0.707 0.103 0.683 2.883 : 4.00 0.063 0.014 0.093 99.901
0.75 0.595 0.09e 0.649 3.8532 : 4.2% 0.053 0.01% 0.099 100.090
1.00 C.500 0.144 0.954 4.486
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SARGENT BEACH SEDIMENT ANALYSIS

Locality Type Sample Date Profile Analysis Date Analvzer
SB GRAR 13 11720790 1730791 CLX
X Position Y Positaon
Elevation of Top of Core
Length of Core
Depth to Top of Sample
Depth to Bottom of Sample
Comments A-1 BERM CREST
Start Weight 25.489 Final Weight 25.373 Deviation 0.455 %
PHI MM Weight Percnt Cumul FHI L3 Weight Fercnt Cumul
Percnt Fercne
~2.25 §.7%7 0.000 0.000 0.000 : 1,25 0.420 0.076 0.300 1.549
~2.00 €.000 0.000 0.000 0.000 : 1.50 0.354 0.073 0.288 1.837
-1.75 3.364 0.022 0.087 0.087 : 1.7% 0.297 0.326 1.28%5 3.121
-1.50 2.828 0.000 0.000 0.087 : 2,00 0.25%0 2.410 9.408 12.620
-1.2% 2.378 0.000 0.000 0.087 . 2,25 0.210 6.605 26.032 38.651
-1.00 2.000 0.033 0.130 0.217 : 2.50 0.:177 T.776 30.647 69.208
~0.7%5 1.682 0.019 0.07S 0.292 : 2.75 0.1l49 3.882 15.300 84.598
-0.50 1.414 0.032 0.128 0.418 : 3.00 0.12% 1.811 7.138 91.73%
-0.2%5 1.189 0.007 0.028 0.44% : 3.25 0.10% 1,091 4.300 ©6.035
0.00 1.000 0.016 0.063 0.508 : 3.50 0.088 0.9559 2.203 908.238
0.23 0.841 0.037 0.146 0.654 : 3.75 0.074 0.361 1.423 99.661
0.%50 0.707 0.029 0.114 C.769 : 4,00 0.063 0.074 0.202 99.953
0.7% 0.59% 0.050 0.197 0.966 : 4.25 0.052 0.012 0.047 100.000
1.00 0.500 0.072 0.284 1.249 @
Sample Content by Weight Fercent
Gravel Sand Silt Clay
coarse medium l{ine
Wentworth Classification 0.217 1.033 11.370¢ 87.333 0.047 0.000
Unified Classification 0.000 0.217 1.332 96.112 0.339 0.000
Standard Statigtics
Median Mean Dev Skew Kure
Meihod of Moments (FEI) 2.37 0.49 -1.%9 &.7C
Folk Graohic Measuresz (¥HI) 2.34 2.37 0.32% G.:7 . 1.2
Grain Size (mm) 0.20 .19
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SARGENT BEACH SEDIMENT ANALYSIS

Locality Type Sample Date Profile Analvsis Date Analvzer
SB GRAB 14 ils20/90 173079 CLX
X Position Y Posaition
Elevation of Top of Core
Length of Core
Depth to Top of Sample
Depth to Bottom ot Sample
Comments A-1 MID-TIDE
Start Weight 25.065 Final Weight 24.977 Deviation 0.3%51 %
PHI MM Weight Fercnt Cumul i FPHI1 N Weight Fercnt Cumul
Fercnt @ Fercnt
-2.2%5 4.757 0.000 0.000 0.000 ! 1.25 0.420 0.117 0.4068 4.472
-2.00 4.000 0.081 0.324 0.32¢ : 1.50 0.3%4 0.141 0.563 $.037
-1.75 3.364 0.128 0.512 0.837 1.7% 0.297 0.481 1.926 6.962
-1.50 2.828 0.041 0.164 1.001 : 2.00 0.250 2.27S ¢.108 16.07)
-1.2% 2.378 0.018 0.060 1.061 @ 2.25 0.210 £.496 186.001 34.07)
-1.00 2.000 0.054 0.216 1.277 ¢ 2.50 0.177 6.521 26.108 60.179
-0.75 1.682 0.044 0.176 1.433 ¢ 2.735 0.1l4a9 $.235 20.959 81.139
-0.%0 1.414 0.078 0.312 1.766 @ 3.00 0.123 3.004 12.387 93.526
-0.2% 1.189 0.101 0.404 2.170 : 3.25 0.10% 1.234 4.941 98.467
0.00 1.000 0.060 0.240 2.410 @ 3.50 0.088 0.223 0.893 99.3%9
0.25 0.841 0.081 0.324 2.735 | 3.75 0.074 0.117 0.468 90.828
0.50 0.707 0.088 0.35%52 3.087 ! 4.00 0.063 0.035 0.140 909.968
0.75 0.595 0.084 0.336 3.423 : 4.25 0.0%3 0.008 0.032 100.000
1.00 0.500 0.1495 0.581 4.004
Sample Content by Weight Percent
Gravel Sand Salt Clay
coarse medium {ine
Wentworth Classification 1.277 2.727 !2.067 £3.897 0.032 0.000
Unified Classification 0.000 1.277 3.195 93%5.35¢ 0.172 0.000
Standard Statistics
Median Mear. Dev Skew Kurc
Method of Moments (FPHI) 2.3¢ 0.72 ~-2..8 17.¢5%
Folk Graphic Measures (PHI) 2.46C 2.40 0.44 ~0.08 . i.i8
Grain Size (mm) 0.:9 0.20
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SARGENT BEACH SEDIMENT AMALYSIS

Locality Tvpe Sample Date Profile Analvsis Date Analyzer
SP GRAD 15 11720790 1730/ CLK
X Posi1tion Y Positiorn
Elevation of Top of Core
Length of Core
Depth to Top of Sample
Depth to Bottom of Sample
Comments E.MATAGORDA BAY INLET N.SIDE MID-TIDE SOME SHELL
Start Weight 30.298 Final Wejight 20.048 Deviation : 0.82% %
PHI hod We:ght Percnt Cumul i FHI M) Weight Feren: Cumul
Percnt Percnt
-2.2% 4.7%7 0.000 0.000 0.000 ! 1.25 0.420 0.848 2.822 26.31)
-2.00 4.000 2.282 T.598 7.596 ! 1.50 0.3%54 0.918 3.05%5 29.366
~1.7% 3.364 0.074 0.246 7.844 : 1.73 0.297 1.708& 5.684 35.052
-1.50 2.828 0.272 0.90S 8.749 ! 2.00 0.250 3.202 10.656 43.707
-1.25 2.378 0.31¢6 1.0%82 9.80) : 2.2% 0.210 4.052 13.48% 959.192
-1.00 2.000 0.178 0.5902 10.303 : 2.%50 0.:77 5.039 16.770 75.962
-0.75 1.682 0.149 0.406 10.889 : 2.7%5 0.149 3.903 12.989 88.951
-0.50 1.414 0.244 0.812 11.701 : 3.00 0.12% 2.43) £.000 07.04}
-0.2% 1.189 0.27}) 0.902 12.603 : 3.25 0.105 0.781 2.509 990.64])
0.00 1.000 0.252 0.830 13.442 : 3.50 0.088 0.084 0.280 99.920
.25 0.841 0.524 1.744 15.188 : 3.7%5 0.074 0.016 0.053 09.973
0.50 0.707 0.419 1.394 16.580 : 4.00 0.063 0.004 0.013 99.987
0.7%5 0.%95 0.7%50 2.496 19.076 : 4.25 0.052 0.004 0.013 100.000
1.00 0.500 1.32 4.413 23.489
Sample Content by Weight Percent
Gravel Sand Silt Ciav
coarse medium fine
Wentworth Classificaticn 10.393 13.096 22.2! 54.280 0.012 0.000
Cnafied Clasgsifaication 0.000 10.393 1%5.91 73.662 0.027 0.000
Standard Stazistics
Median Mean Dev. Skew Kure
Method ©! Momentsg (FHI) 1.5% 1. 43 -1.%¢ 4.23¢
Folk Graphic Measures (PHI) 2.08 1.72 1.32 ~0.%7 .1.8%2
Grain Size (mm) 0.24 0.34
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X Position :

Comments :#4-52-3

Start Weight :

Locality Type Sample Date
SB cong HA-52-3

Elevation of Top of Core
Length of Core

Depth to Top of Sample
Depth to Bottom of Sample

SARGENT BEACH SEDIMENT ANALYSIS

Profile Analysis Date Analyz
CRL

Y Position :

-85 en

(COMPOSITE OF 3 REPLICATES)

Final Weight : 6.723 Deviation : 4

Wentworth Classification
Unified Classification

Standard statistics :

Method of Moments (PHI)

Grain Size (am)

Folk Graphic Measures (PHI) 4.94 5.96 2.27

#** Silt & clay exceeds 5.0%. Fine grain asnalysis may be required.

PHI MM Weight Percnt cCumul PHI MM Weight Percnt Cumul

Percnt Percnt
3.50 0.088 0.000 0.000 0.000 6.00 0.016 0.167 2.484 S57.861
4.00 0.063 2.640 139.268 39.268 7.00 0.008 0.333 4.953 62.814
4.50 0.044 0.500 7.437 46.70% 8.00 0.004 0.333 4.953 67.767
$5.00 0.031 0.250 3.719 S50.424 $.00 0.002 0.167 2.484 70.251
5.50 0.022 0.333 4.953) 55.377 9.50 0.001 2.000 29.749 100.000
Sample Content by Weight Percent :

Gravel Sand silt Clay

coarse medium fine
0.000 0.000 0.000 39.268 28.499 32.233
0.000 0.000 0.000 0.000 67.767 32.233
Median Mean Dev. Skew Kurt

6.02 2.39 0.39 1.37
0.54 0.46

0.02 0.02

L 2 2]
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SARGENT BEACH, TX

Locality TYpe Sample Date Protile Analysis Date Analyz
Ceoar HA-S4¢-3 CRL
X Position : Y Position :

Elevation of Top of Core
Langth of Core

Depth to Top of Sample
Depth to Bottom of Sample

-?8ca

Comments : MID-LOW TIDE (COMPOSITE OF 3 REPLICATES)

Start Weight : Final Weight : 4.541 Deviation : 3
PHI MM Weight Percnt cCumul PHI MM Weight Percnt Cumul
Percnt Percnt
3.50 0.088 0.000 0.000 0.000 6.00 0.016 0.167 3.678 28.055
4.00 0.063 0.257 5.660 5.660 7.00 0.008 0.217 4.779 32.834
4.50 0.044 0.300 6.606 12.266 8.00 0.004 0.250 5.505 38.340
$.00 0.031 0.417 9.18) 21.449 9.00 0.002 0.317 6.981 45.320

$.50 0.022 0.133 2.929 24.378 10.00 0.001 2.483 54.680 100.000

Sample Content by Weight Percent :

Gravel Sand silt Clay
coarse medium fine

Wentworth Classification 0.000 0.000 0.000 5.660 132.680 61.660
Unified Classification 0.000 0.000 0.000 0.000 38.340 61.660

Standard Statistics :
Median Mean Dev. Skew Kurt

Method of Moments (PHI) 7.81 2.16 -0.76 1.86
Folk Graphic Measures (PHI) 9.09 7.83 2.16 -0.74 0.62
Grain Size (mm) 0.00 0.00

*++ Sjlt & clay exceeds S.0%. Fine grain analysis may be required. ##¢
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SARGENT BEACH SEDIMENT ANALYSIS

Locality Type Sample Date Frofile Ahalvsis Date Analvier
S8 S-2C0MP2
X Fosition : . Y Posaition
Elevation of Top of Core
Length of Core
Depth to Top of Sample
Depth to Bottom of Sample
Comments : S-2 COMFOSITE (BERM, MID-TIDE. LOW-TIDE)
Start Weight . Final Weight : 26.881. Ueviation %
PHI [ ] Weigkt Fercnt Cumui i FHI MM Weight Fercnt Cumu:l
Fercnt : Percnz
-2.2%5 4,737 0.9000 Q.200 0.000 : 1.25 0.420 0.190 0.707 41.482
-2.00 4.000 1.667 €. inl 6.201 : 1.50 0.354 0.162 0.603 42.965%5
-1.7% 3.364 0.665 2,473 8.67% : 1.75 0.297 0.326 1.21}  63.29¢
-1.%0 2.828 0.762 2.83%5 11.510 @ 2.00 0.2%0 1.013 3.768 47.067
-1.28 2.378 0.771 2.868 14.378 : 2.25 0.21:0 2.318 8.623 55.590
-1.00 2.000 0.919 3.419 17.7¢7 :: 2.%0 0.177 3.767 14.014 690.704
~0.7S 1.68% ¢.982 3.653 21.4%0 : 2.7% 0.149 3.5 13.07¢ 2.780
-0.%50 1.414 1.28% 4.780 26.230 . 2.00 0.12 2.79% 10.39% 93.17
-0.25 1.189 1.109 4.126 30.3% : 3.25 0.10% i.489 $.530 98.717
0.00 1.000 0.752 2.798 33.1%Z4 ¢ 3.50 0.088 0.2%0 0.930 09.647
0.2% 0.841 0.784 2.917 36.070 : 3.75 0.074 0.072 0.208 99.014
0.50 0.707 0.487 1.812 37.882 : 4.00 0.063 0.014 0.052 ©00.967
2.7% 0.59% 0.373 1.388 39.269 : 4.2% 0.0%3 0.009 0.033 100.000
1.00 0.%500 0.40% 1.507 40.776 @
Sampie Content bv Weight Fercent :
Gravel Sand Silt Clay
coarse wmedium fine
Wentwerth Classification !7.797 22.979 6.291 S2.900 0.032 0.000
Unified Classification 0.000 :7.797 23.686 58.432 0.066 ¢.000
Ttandard Statistics
Med:an Mean Dev. Skew Kur>
Method of Moments (PEI) 1.:13 1.7e -0.7% D74
Folk Graph:c ¥Yeasures (THI) 2.09 1.2e V.78 -0.63 0 &€
Grain Size tmm) 0.24 0.46

Appendix B Sediment Grain Size Statistics

B19




SARGENT BEACH SEDIMENT ANALYSIS

Type

Locality Sample Date Profile
SE S-4COMP2
X Positaon Y Posit:ion
Elevation of Top of Core
Length of Core
Depth to Top of Sample
Depth to Bottom of Sampie
Comments S-4 COMFOSITE (BERM, MID-TIDE. LOW-TIDE}
Start Weight Final Weight 23.884 Deviat
PHI [+ Wei1ght Percnt Cumul i PHI MM Weight
Percnt
-2.25 4.757 0.000 0.000 0.000 : 1.2%5 0.420 0.2%52
-2.00 4.000 2.3%9 9.877 9.877 : 1.50 0.3%4 0.2%0
-1.735 3.364 0.38¢8 1.616 11.493 : .73 0.297 0.6822
-1.50 2.828 0.239 1.001 12.494 : 2.00 0.2%50 2.03¢9
-1.2%8 2.378 0.283 1.185 13.679 : 2.2%5 0.210 3.616
-1.00 2.000 0.243 1.0260 14.704 : 2.50 0.177 4.602
~-0.75 1.682 0.209 1.126 15.831 : 2.7% 0.149 2.920
-0.50 1.414 0.343 1.436 17.267 : 3.00 0.1235 1.844
-0.25 1.189 0.339 1.419 18.666 : 3.28% 0.105 1.029
0.00 !.000 0.287 1.202 19.888 : 3.50 0.088 0.310
0.23 0.841 0.413 1.720 21.617 : 3.78 0.074 0.133
0.%0 0.707 0.32S% 1.361 22.978 : 4.00 0.063 0.029
0.735 0.59% 0.323 1.352 24.330 : 4.25 0.0%3 0.010
1.00 0.500 0.417 1.7406 26.076
Sample Content bv Weight Percent
Gravel Sand
coarse medium fine
Wentworth Classification 14.704 11.372 13.243 60.639
Unified Classification 0.000 14.704 12.427 72.706
Standard Statistics
Med1an Mean Dev
Method o! NKoments (PHID i.48& 1.66
Folk Graph:c Measures (PHD) 2.18 1.2 1.68
Grain S:ze (mm) 0.22 Q.36

Ahalvsis Date Analyzer
OKE

1on H %
Percnt Cumul
Fercnt
1.088 27.13})
1.047 28.178
2.604 30.782
8.537 39.319
15.140 S4.439
19.268 73.727
12.226 85.953
7.721 93.0674
4.308 97.982
1.2908 99.280
0.557 ©9.837
0.121 99.9%8
0.042 100.000
Silt Clay
G.042 0.000
0.163 €.000
Shew Aurt
-..22 3.9%
U . .27
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SARGENT BEACH SEDIMEMNT ANALYSIS

€3 A- 1CORF2
X Fosition Y Fosataon

Eievation of Top of Core
Length cof Core

Depth to Top oi Ssmple
Depth to Bottom of Sample

Comments : A-: COMFOSITE (BERM. MID-TIDE (NO LT:)
Start Weaght Finai Weight : 28,167 Deviaz
FHZ MM Weighs Percont Cumui v PRI M Weigh
Fercnt
-2.2% 4.7%7 0.0¢0 0.000 0.000 : 1.2% 0,420 0.006
-2.00 4.000 0.040 0.1%9 0.159 : .50 0.3%4 0.107
-:.75 3.364 0.075 0.298 0.4%7 . ©:.7% ©. 297 0.402
-i1.%50 2.828 0.020 0.079 0.%36 . 2.00 0.25¢0 2.242
-1.2% 2.37¢ 0.007 0.028 0.564 . 2.2%5 0.210 $.5%0
-1.00 2.000 0.042 0.17: 9.73% ¢ 2.50 0,177 T.14¢8
-0.73 1.682 0.031 0.123 0.8%e . 2.75 0.149 4.9%8
«0.%0 1.414 0.0S5% 0.219 1,077 : 3.00 0.12% 2.432
-0.25 1.169 0.0%4 0.21% 1.291 @ 3.2% 0.10% i.182
0.00 1.000 ¢.038 0.1%1 1.442 : 3.50 0.088 0.391
0.25 0.8¢! 0.0%9 0.234 1.677T 1 3.7S 0.074 0.239
0.950 0.707 0.058 0.230 1.907 : 4.00 0.063 0.054
9.75 0.%9% 0.067 0.266 2173 1 4.23 0.0%3 0.010
1.00 0.500 0..08 0.429 :.603

Samrie Tonten: dy We:ght Fercent

Gravel Sand
coarse medium {ine

Wer.tworth CTlaggification Q.73% .888 11.714 £5.644%

Unified Claszif:icat:orn 0.000 0.738 2.2490 ¢6.762
Standard S:tatisticy
Median Xean Dev.
Nethod <! Nomenty 1FHIS 2.2 o.82
Feik Graphis Mtasurez (YYD 2.37 z.3¢9 G.40
Grain fiz¢ (mm! 0.:9 0.20

wen
¥

e
-
b
Iy

Locality Tvpe Sampie Date *rofile Anda.w3:% aive Anasivier

DKE

ercnt Cumul
Fercnt
¢.38) 2.984
0.42% 3.409
1.601 £.01?
9.306 14.31¢
2.0%2 36.369
8.402 €4.771
£.111 82.e82
9.742 92.625
4.€.7 97.242
1.5%54 98.796¢
0.950 99.746
0.2:9 99.960
©.040 100.000

JA. 11 €.000
Suew Kure
-0.24 1w.9.
0.%% P 1)
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SARGENT BEACH SEDIMENT ANALYSIS

Locality Type Sasple Date Profile Analysis Date Analyz
SB GRAB A=l 11720/9%0 1/30/91 CLK/CRL
Conr3
X Position : Y Position :

Elevation of Top of Core
Length of Core

Depth to Top of Sample
Depth to Bottom of Sample

[T R TI

Compents : A-1 COMPOSITE OF BERM, MID-TIDE, & LOW TIDE

Start Weight : Final Weight : 30.025 Deviation :
PHI MM Weight Percnt Cumul PRI MM Weight Percnt Cusul
Percnt Percnt
-2.25 4.757 0.000 0.000 0.000 3.75 0.074 0.699 2.328 63.247
-2.00 4.000 0.069 0.230 0.230 4.00 0.063 0.439 1.462 64.709
-1.75 3.364 0.055 0.181 0.413 4.25 0.053 0.253 0.843 65.582
-1.50 2.828 0.01S 0.0590 0.463 4.50 0.044 0.738 2.458 68.010
-1.25 2.378 0.010 0.033 0.496 4.75 0.037 1.477 4.919 72.929
-1.00 2.000 0.040 0.13) 0.629 5.00 0.031 1.477 4.919 77.848
-0.75 1.682 0.025 0.083 0.713 5.25 0.026 0.369 1.229 79.077
-0.50 1.414 0.046 0.152 0.866 $.50 0.022 0.369 1.229 80.306
-0.25 1.189 0.037 0.123 0.989 $.75 0.019 a.000 ¢.000 80.306
0.00 1.000 0.028 0.093 1.082 6.00 0.016 0.000 0.000 80.3206
0.25 0.841 0.040 0.13) 1.216 6.25 0.013 0.185 0.616 80.923
0.50 0.707 0.041 0.137 1.352 6.50 0.011 0.188% 0.616 81.539
0.75 0.59S 0.046 0.153 1.508 6.75 0.009 0.185 0.616 82.155
1.00 0.500 0.07S 0.250 1.758 7.00 0.008 0.185 0.616 82.771
1.25 0.420 0.067 0.223 1.978 7.25 0.007 0.000 0.000 82.771
1.50 0.354 0.074 Q.246 2.225 7.50 0.006 0.000 0.000 82.77)
1.75 0.297 0.276 0.919 3.144 7.75 0.00S 0.000 0.000 82.771
2.00 0.250 1.590 5.296 8.440 8.00 0.004 0.000 0.000 82.771
2.25 0.210 3.764 12.536 20.976 8.25 0.002 0.185 0.616 @83.387
2.50 0.177 4.902 16.326 137.302 8.50 0.003 0.185 0.616 84.003
2.75 0.149 3.260 10.858 48.160 8.75 0.002 0.185 0.616 84.619
3.0070.125 1.936 6.448 S4.608 9.00 0.002 0.185 0.616 85.236
3.25 0.108 1.316 4.383 58.991 9.25 0.002 4.433 14.764 100.000
3.50 0.088 0.579 1.928 60.919

Sample Content by Weight Percent :

Gravel Sand Silt . Clay
coarse medium fine

Wentworth Classification 0.629 1.126 6.684 56.270 18.062 17.229
Unified Classification 0.000 0.629 1.349 61.269 19.524 17.229

Standard Statistics :
Median Mean Dav. Skew Kurt

Method of Moments (PHI) 4.03 2.56 1.04 2.94
Folk Graphic Measures (PHI) 2.82 4.49 2.70 0.76 1.18
Grain Size (mm) 0.14 0.06
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SARGENT BEACH SEDIMKNT ANALYSIS

Sample Content by Weight Percent

Gravel Sand
coarse medium {ine
Wentworth Classification $.251 3.006 i0.%56% E!.:Z
Un:fied Classification ©.000 $.251 3.636 90.96
Standard Stazistics

Medaiar ¥ear lLiev
Methcd o~f Moments (FKI! 2.3¢ N
€olk Graphic Mearurss (FHI: 2.95€ .52 e.9

Grain Sise (mm) 0.17 0.20

11t Clay
049 0.000
148 ¢.000
kew Kure
&3 9.4
.3 LI

Locality Tvpe Sample Date Profile Analysis Date Anaivzer
SB CLCOMP LRS
X Posation Y Position

Elevation of Top of Core

Length of Core

Depth to Top of Sample

Deptl tc Bottom of Sample
Comments CEDARLAKES CCMPOSITE (CONTAINS BERM. ¥T, LT)
Start Weaight Final We:ight 1&£.263 Deviation x
PHI MM Weight Fercnt Cumui i FHI MM Weight PFPercnt Cumui

Fercnv Fercnt

~2.25 4.7%7 0.000 0.000 0.000 1.25 0.420 0.1195 0.630 8.887
-2.00 4.000 0.643 3.521 3.821 ! 1.%0 0.354 0.134 0.734 9.621
-1.73 3.364 0.065 0.386 3.877 ¢ 1.7% 0.207 0.382 2.0902 1:.712
-1.50 2.8128 0.099% 0.5%520 4.397 : 2.00 0.2%0 1.299 7.2:3 18.82%
-1.25 2,378 0.103 0.564 4.96)] ! 2.2% 0.210 2.326 12.736 J31.561
-1.00 2,000 0.053 0.290 $.251 ¢ 2.%50 0.177 2.779 15.217 46.778
~-0.73 1.682 0.031 0.279 $.830 : 2.75 0.149 2.346 12.846 359.8623
-0.50 1.414 0.0%8 0.318 5.848 : J.00 0.125 2.932 16.054 75.678
-0.25 1.189 0.048 0.263 6.111 : 3.2%5 0.10S 3.472 19.011 904.689
0.00 1.000 0.047 0.2%7 6.3686 : 3.50 0.088 Q.788 4.31% 99.003
0.2%5 0.841 0.074 0.40% 6.773 : 3.7S5 0.074 0.133 0.849 99.852
0.50 0.707 0.0064 0.350 7.12¢ ! 4.00 0.063 0.018 0.0909 ©9.931
0.75% 0.59S 0.077 0.422 7.54% .25 0.082 0.009 0.04¢ 100.000
1.00 0.%00 0.130 0.712 8.257
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Lucality Type Sample Date Pyofile Analysis Date Analy
F. CRL

<

X Position fosition
Elevation of Top of Cure

Length of Core

Depth to Top of Semple :

Depth to Rottom of Cample

Comments 0 SARDS & FINES WITH FIPET METHOL. SARDS WERE SIEVED

Start weisht ¢ Final Wejsht 15.044 Devixticn *.
& E94 b Weeigit. Feront  Cumal ¢+ PHI b o] wWeight Parent Cunnl
Zerent | Farcert
-2.20 4.707 L. 008 0.600 ¢C.000 : 3.7% 0.074 1.619 £.£02 35.476
-2.80 4,000 0.12 s.662 0.6€2 ! 4.00 0.0€3 1.207 €.338 41.814
-2, TL 3.384 G.33% a.C79 G.740 ¢ 4.55 0.C5J e.73¢ 3.875% +4£5.C83
~3.90 2.822 0.00% 0.026 0.767 . 4.50 C.044 0.738 3.875 49.564
-1.25 2.318 0.016 0.084 0.85%1 ¢ $.7% 0.037 1.477 7.75%6 57.2320
-1.00 C.o00 0.034 0.179 1.029 : 5.00 0.031 1.477 7.7%6 €5.076
~0.75 1.682 n.013 0.062 1.097 ! £.25 0.026 0.368 1.938 67.012
~C. 50 1.414 0.029 0.152 1.280 ! §.50 0.022 0.3€9 1.938 68.951
-0.25 1.1£9 G.004 0.021 1.271 ¢ 5.75 0.019 0.000 0.000 68.95%3
g.06 1,000 0.008 0.047 1.318 ! €.00 0.016 0.000 ©0.000 68.951
0.25 0.841 0.002 0.011 1.329 : 6.25 0.013 0.185 0.971 69.922
0.50 C.707 0.00% ©.02¢6 1.356 : 6.50 0.011 0.185 0.971 70.894
0.75 €¢.59% 0.004 0.021 1.27¢ ' 6.75 ©.009 0.185 ©0.971 71.365
1.0C C.506 . 008 U.042 1.418 ! 7.¢C 0.008 0.18% 0.971 72.837
L.20 6420 Q0.0G9 (1.047 1.465% @ 7.:5 €.007 $3.000 0.000 70.83%7
.00 0.354 ¢.005 0.042 1.807 : 7..u 0.CO6 0.000 0.00G 72.837
i.75 G.297 c.020 0.16% 1.6812 7.75 G.00% . 000 0.00G 72.837
2.00 0.25¢C G.084 0.441 2.0 ! 2.00 C.004 0.000 .00 72.827
2.2V 6.2i0 .19 1.¢63 3.056 8.5 ©.003 0,388 0.97: 73.&08
2.80 €177 0.4:C 2.18 $.203% : &.%0 0.003 €185 0.97; 75.779
D.75 v.i49 t.6€64 J.487 S.696 2. 7L v OGZ G.388 $.972 VLTS
3.co 0122 (. 402 4.736  13.432 ) 3.00 .00l D.18% .87y TL.TCr
5.2 v.ivd 2.824 8.52 S1.96C @ w.2L 2.002 4.435 SX.TTG Tne ok
L8O G638 G, 958 L.l 28,578
Cisemisser it Ly Welpht Percoant
Jrevel Rauad Dilt Slas
Corarsges  wsdivm $in-
Wentwertin Slassification 1.603 0.289 U.535 3Y.763
Luified Classification .06y .o 0.43€ 34.91:
TLandard Statistics
Modian Mean Dev. SRezw fare
Matiou of Moments (FHIO £.2€ P 3] i, 38 2.3
Fola Gravhie Measures (FHI) 4.1 £.56 2.0z 46 G A2
Grain Size (mm} .04 Q.3
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Appendix C
Comparison of 1937 and 1990

Profiles

Appendix C consists of profile position comparisons in various locations of
the study area. The profile sites encompass S-13 southwest of McCabe’s Cut,
S-20 northeast of Charpiot’s Cut, S-24 between Charpiot’s Cut and Cedar
Lakes, and S-28 near Cedar Lake. Comparison profile plots of 1937 and 1990,
1990 and a 1937 matched slope translation to 1990, 1990 and a projected
future 1990 profile translated landward when the shoreline at the present rate
of retreat (approximately 30 ft/yr) intersects the GIWW (Gulf Intracoastal
Waterway) shoreline, and 1990 with a 50 year future profile translated from
the 1990 profile based on the present rate of retreat are illustrated. A 300 fi
mark is placed on the last two scenarios to indicate the desired width to
maintian a barrier 300 ft seaward of the GIWW.
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canes that made landfall within 75 n.m. of Sargent Beach were category | storms. with one each of categories 2 and 4, and five

of category 3. Based on historical storm analysis, water levels for Sargent Beach totalling from 4-6 ft would have a retum
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period of around 7 years, 6- to 8-ft waves would have a return period of 14 years, 8- to 12-ft waves would have a re-
turn period of 24 years, and the return period for 14- to 16- ft waves would be 53 years. Wave heights at the shore-
line were estimated to be 3-5 fi for a retum period of 7 years, 5-6.5 ft for 14 years, 6.5-9.5 ft for 24 years. and 11-13
ft for 53 years.

Design of a beach nourishment option to protect the GIWW at Sargent Beach presents a unique challenge be-
cause of the deltaic mud headland sediment that exists there, with its thin veneer of sand over mud. and the mud cliff
erosion mechanism. Minimal design guidance and historical precedence are available for this type of coastal envi-
ronment. A suficient volume of suitable sand fill material. necessary for the required storm protection, may be lack-
ing due to limited local borrow areas.




